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ABSTRACT 

TiO2 nanotubes have emerged as potential building blocks in nanostructured solar cells and 

photocatalytic devices, but the improvement of their crystalline quality and morphological control still 

requires further development. We report an original fabrication process to form open-ended TiO2 

nanotubes in the framework of the positive template-assisted growth using ZnO nanowires. The process 

involves the combination of atomic layer deposition with post-deposition thermal treatment in air at 

moderate temperature to crystallize an amorphous TiOx layer into a soluble, cubic-Zn2TiO4 shell on the 

top face of ZnO nanowires and an insoluble, anatase-TiO2 shell with large-sized domains on their 

sidewalls. The differential crystallization process originates from the differential reactivity on the polar 

c- and nonpolar m-plane surfaces of ZnO nanowires, further enhanced by the different thickness of the 

amorphous TiOx layer. Following chemical etching, open-ended TiO2 nanotubes exhibit hexagonal 

shape and high crystalline quality with sharp, well-oriented walls. These findings open the way for 

integrating high quality open-ended TiO2 nanotubes with tunable length and wall thickness on a wide 

range of substrates. The present approach can further be developed to form other types of nanotubes and 

original nanowire heterostructures with highly localized, distinct phases for the shell using one simple 

thermal treatment. 
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1. INTRODUCTION 

As a long-term stable, corrosion-resistant compound semiconductor with a wide band gap energy 

around 3 eV and suitable band edge positions, titanium dioxide (TiO2) offers a large number of assets 

for photo-catalysis and energy conversion and storage.1-2 In most of these applications, the increase in 

the specific surface area by using nanostructures is of high interest for maximizing the light absorption 

and the efficiency of the chemical reactions with the medium. Among all the types of nanostructures, 

the form of nanotubes (NTs) exhibiting a high aspect ratio with a hollow inner channel has emerged as 

an invaluable structure in these applications.3-5 The synthesis of TiO2 NTs can basically be achieved by 

the three following methods:6 i) electrochemical anodization of titanium foils/thin sheets,7-8 ii) hydro-

/solvo-thermal growth in concentrated sodium hydroxide medium,9-10 and iii) template-assisted growth 

using sacrificial layers.11-12 The template-assisted growth has the great advantage to readily form TiO2 

NTs with a broad range of dimensions and with a high uniformity by simply tuning the morphology and 

size of the templates. It is further compatible with a large number of substrates including silicon and 

glass in contrast to the electrochemical anodization process. The most widely used positive template-

assisted growth is based on the coating of TiO2 on the outer surfaces of the templates and further 

selective wet chemical etching to form NTs. Hoyer et al. first reported the template-assisted growth of 

TiO2 NTs by electrochemical deposition by using an ordered alumina template with a positive polymer 

mold that can be dissolved by acetone.11 In addition to multi-walled carbon NTs, the use of ZnO 

nanowires (NWs) for the positive assisted-template growth of TiO2 NTs has received an increasing 

interest in the last decade. The formation of ZnO NWs by the low-cost chemical bath deposition (CBD) 

technique operating at low-temperature and in aqueous solution represents an inexpensive method to 

fabricate highly reproducible positive templates.13  

Basically, two general approaches have been established to form TiO2 NTs from the ZnO NW 

templates. Lee et al. first reported the liquid phase deposition of TiO2 NTs by immersing the ZnO NW 

template into an aqueous solution consisting of (NH4)2-TiF6 and boric acid.14 As such, according to a 

simultaneous process, the precipitation of TiO2 in the form of NTs was achieved while the dissolution 

of ZnO NWs operated. The present one-step approach has had a great success to form TiO2 NTs, which 
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have mainly been integrated into photocatalytic devices15 and nanostructured solar cells.16-18 However, 

the resulting TiO2 NTs following that one-step approach are polycrystalline and easily contaminated 

with residual precipitates. Later, Qiu et al. reported the deposition of TiO2 shells by sol-gel process using 

spin/dip coating and layer-by-layer growth on ZnO NW templates and their selective wet chemical 

etching in hydrochloric acid led to the formation of TiO2 NTs.19-21 The present double-step approach has 

had a great promise to form TiO2 NTs, which have also been integrated into solar cells.21-23 Nevertheless, 

the resulting TiO2 NTs are also polycrystalline because sol-gel processes have mostly been used. 

Furthermore, an additional chemical step is required to form open-ended TiO2 NTs, either through a 

final selective wet chemical etching or through an intermediate chemical capping on the top c-faces of 

ZnO NWs by using sodium citrate for example.24 The structural quality of TiO2 NTs using the double-

step approach has thus been limited by the use of sol-gel process to form the TiO2 shells over ZnO NW 

templates.  

Atomic layer deposition (ALD) is a well-known technique to form highly conformal deposits over 

high aspect ratio surfaces like nanoporous materials owing to the self-saturating nature of the 

chemisorption and surface reactions.25-26 The fabrication of porous nanostructured metal oxides like 

interconnected nanoparticle chains using ALD and calcination was developed on multi-walled carbon 

NT templates.27 On the one hand, the defective structure of multi-walled carbon NTs enhances the 

nucleation rate of the ALD processes, but, on the other hand, it results in the formation of defective TiO2 

interconnected nanoparticle chains with a self-supporting morphology.28 In that sense, the use of ALD 

has a great promise, but the defective structure of multi-walled carbon NTs is not optimal. Recently, the 

fabrication of epitaxial ZnO / TiO2 core-shell NW heterostructures using ALD and post-deposition 

thermal treatment for nanostructured solar cells have opened the way for developing more innovative 

heterostructures within such an approach.29 The double-step process is based on the initial ALD of the 

amorphous TiOx layer on ZnO NWs and its subsequent crystallization into an epitaxial anatase-TiO2 

shell using post-deposition thermal treatment. That process is expected to strongly depend on the 

conditions used by ALD and post-deposition thermal treatment, but this has not been explored yet.            

In this work, we present a double-step approach to fabricate open-ended TiO2 NTs in the framework 

of the positive template-assisted growth using ZnO NW arrays grown by CBD. The process involves 
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the combination of ALD to form an amorphous TiOx shell over ZnO NW arrays and a post-deposition 

thermal treatment in air at moderate temperature. The crystallization process of the amorphous TiOx 

shell on the m-plane sidewalls of ZnO NWs is found to differ from the one on their top c-face during 

the post-deposition thermal treatment. This particularity is used to form open-ended TiO2 NTs with a 

hexagonal shape and a high crystalline quality following a selective wet chemical etching without any 

additional chemical step in the fabrication process.    

2. EXPERIMENTS 

2.1. Synthesis of TiO2 nanotubes. Polycrystalline ZnO seed layers were deposited by dip coating 

on silicon using a sol-gel process. Zinc acetate (Zn(CH3COO)2·2H2O, Sigma-Aldrich) and 

monoethanolamine (MEA, Sigma-Aldrich) were dissolved in pure ethanol to prepare the 375 mM 

equimolar solution of chemical precursors. The samples were slowly dipped into the equimolar solution 

and gently pulled out under controlled atmosphere at a withdrawal speed of 3.3 mm/s. They were 

subsequently annealed successively on two hot plates kept at 300 °C for 10 min and at 500 °C for 1 

hour, respectively. ZnO NW arrays were grown on the polycrystalline ZnO seed layers by CBD. Zinc 

nitrate (Zn(NO3)2.6H2O, Sigma-Aldrich) and hexamethylenetetramine (HMTA, Sigma-Aldrich) were 

dissolved in deionized water to prepare the 30 mM equimolar solution of chemical precursors. The 

samples were placed face down in a sealed reactor located in a regular oven kept at 90 °C for 3 hours. 

The ZnO NW templates were then covered with an amorphous TiOx layer by ALD using a Cambridge 

Nanotech F200 Fiji reactor maintained at 200 °C and at 11 mTorr. Tetrakis dimethylamino titanium 

beforehand heated at 75 °C and H2O were sequentially injected for 0.1 s in the chamber to alternately 

introduce the titanium and oxygen chemical precursors, respectively. A purge of 10 s was used after 

each pulse. The samples were eventually annealed in air in an oven kept at 350 °C for 3 hours for the 

crystallization of the amorphous TiOx layer. The selective wet chemical etching process was achieved 

by dipping the samples for 30 s into a beaker containing an aqueous solution kept at room temperature 

and at a low pH of 1.7 using hydrochloric acid. The samples were eventually rinsed with deionized water 

and dried under a nitrogen flow.  
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2.2. Characterization Techniques. Field-emission gun scanning electron microscopy (FESEM) 

imaging was performed with a ZEISS Ultra 55 FESEM instrument. The surface of ZnO core-shell NW 

heterostructures was scratched with a diamond tip and the residues were put on a carbon film placed 

over a copper grid to prepare the specimens for transmission electron microscopy (TEM). TEM and 

high-resolution TEM (HRTEM) imaging was achieved with a JEOL 2010 LaB6 microscope operating 

at 200 kV with a 0.19 nm point-to-point resolution. Energy-dispersive x-ray spectroscopy (EDS) 

measurements were collected by TEM with the present microscope. Automated crystal phase and 

orientation mapping was performed in a JEOL 2100F FEG microscope equipped with a precession 

module through the automated indexing of electron diffraction patterns for which a precession angle of 

1.16 ° was used. The electron diffraction patterns were recorded by using a rate of 100 frames per second 

with a step size of 1 nm, resulting in a total acquisition time of 25 min per map. 

3. RESULTS AND DISCUSSION 

A schematic of the fabrication process of open-ended TiO2 NTs involving five successive steps is 

presented in Figure 1.  

 

Figure 1. Schematic diagram representing the five steps required for the fabrication process of open-

ended TiO2 NTs from a positive template made of ordered ZnO NW arrays. 
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A 40 nm-thick polycrystalline ZnO seed layer is first deposited by sol-gel process using dip coating, as 

seen in Figure 2a,b.30 It consists of an ensemble of compact grains with non-polar, semi-polar, and polar 

orientations.31 In the second step, vertically aligned ZnO NWs with a typical mean diameter and length 

of 80 and 950 nm, respectively, are grown by CBD to create the positive template, as seen in Figure 

2c,d.32 They preferentially nucleate on the grains with semi-polar and polar orientations in the textured 

seed layer.31 Their length can readily be tuned over a broad range of 100 nm – 10 µm by adjusting the 

concentration of chemical precursors32-33 or by using chemical additives like polyethyleneimine34-35 to 

reduce their radial growth. In the third step, the growth of the amorphous TiOx layer is achieved at 200 

°C by ALD on the positive template of ZnO NWs. It typically results in the deposition of a conformal 

shell on the m-plane sidewalls of ZnO NWs from their top to their base. However, it should be noted 

here that the conformality by ALD is not perfect. As a result, the amorphous TiOx layer is slightly thicker 

(i.e. a couple of nanometers more) on the top c-face of ZnO NWs than on their m-plane sidewalls, which 

is a key parameter in the present fabrication process. The ALD processes are driven by the self-saturating 

nature of the chemisorption and surface reactions to ensure a perfect conformality.26 Nevertheless, given 

that the polar c-plane is much more reactive than the non-polar m-planes in ZnO,36 it is believed that the 

sticking probability during the ALD process of the amorphous TiOx layer is larger on the top c-face of 

ZnO NWs, resulting in a slightly larger thickness. In particular, the configuration of O-H groups on the 

surface strongly depends on the nature of the involved crystallographic plane.36 The thickness of the 

TiOx shell grown by ALD can be varied from a couple of nanometers to several tens of nanometers by 

simply adjusting the number of cycles used during the ALD process.37-38 In the fourth step, the ZnO 

core-shell NW heterostructures are annealed at 350 °C for 3 hours during a post-deposition thermal 

treatment in air, as seen in Figure 2e,f.   
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Figure 2. (a, c, e) Top-view and (b, d, f) cross-sectional view FESEM images of (a, b) polycrystalline 

ZnO seed layer grown by dip coating using a sol-gel process (i.e. first step), (c, d) ZnO NWs grown by 

CBD (i.e. second step), and (e, f) ZnO core-shell NW heterostructures grown by ALD (i.e. third step) 

and annealed at 350 °C for 3 hours in air (i.e. fourth step). 

In order to investigate in detail the structural properties of ZnO core-shell NW heterostructures, 

TEM-based experiments were performed over a large number of nano-objects, and the overall analysis 

is presented in Figures 3 and 4 on a typical object. The conformality of the shell deposited by ALD on 

the m-plane sidewalls of ZnO NWs is very high following the post-deposition thermal treatment, as seen 

by the TEM image in Figure 3a. An overall thickness value of about 10 nm is typically measured. In 

contrast, the shell on the top c-face of ZnO NWs is thicker by a couple of nanometers more and reach a 

typical value of about 15 nm. In that sense, the different thickness of the shell following the ALD process 

is kept after the post-deposition thermal treatment. Given that the TEM imaging is spatially localized on 

the nanometer scale, ASTAR measurements were carried out to investigate the structural properties of 

ZnO core-shell NW heterostructures on a larger scale. To decrease dynamical effects and enhance the 

indexing quality of electron diffraction patterns, the 2 nm-sized incident electron beam was precessed 

around the optical axis. The scanning of the precessed electron beam synchronized with the recording 

of the experimental electron diffraction patterns at each location was achieved with a step of 1 nm over 

the area of interest. Following an automated procedure aiming at carefully comparing and matching the 

experimental and theoretical electron diffraction patterns as simulated for every expected crystalline 

phases and for a large number of orientations,39-40 the identification of both crystalline phases and 

orientations in the ZnO core-shell NW heterostructures was inferred with a high degree of precision. 

The corresponding map of the crystalline phases of ZnO core-shell NW heterostructures is presented in 

Figure 3b. Very interestingly, the amorphous TiOx shell grown by ALD crystallizes into two different 

structures that are highly localized and spatially separated following the post-deposition thermal 

treatment. On the m-plane sidewalls of ZnO NWs, the shell exhibits a single anatase-TiO2 phase 

belonging to the I41/amd space group, as shown by the electron diffraction pattern in Figure 3d collected 

on the position B in Figure 3b. Only the anatase-TiO2 phase is detected from the top to the base of ZnO 
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NWs and its thickness is constant with a value of around 10 nm. No sign for the presence of rutile-TiO2 

phase has been revealed. Additionally, the present shell exhibits some domains with sizes that are much 

larger than its thickness and with a limited number of orientations, as revealed in Figure 4. Given that 

the ALD technique generally leads to the deposition of poorly oriented spherical grains with a size that 

is typically of the same order of magnitude as its thickness, the oriented large-size domains indicate 

local orientation relationships with the sidewalls of ZnO NWs through a process of local epitaxy. The 

presence of these large-sized domains with a high crystalline quality offers a strong asset as the coming 

constituting blocks in the walls of TiO2 NTs. The present ZnO / TiO2 core-shell NW heterostructures 

have largely been used as electron transporting materials in nanostructured solar cells.37-38, 41-42 In 

contrast, a single spinel cubic-Zn2TiO4 phase belonging to the Fd3m space group is specifically 

identified on the top c-face of ZnO NWs, as shown by the electron diffraction pattern in Figure 3e 

collected on the position C in Figure 3b. The detection of that phase in the present case is technically 

challenging by standard characterization techniques because its overall amount is very small. The 

formation of that spinel phase was shown from ZnO / Ti core-shell NW heterostructures43 and from ZnO 

/ TiO2 core-shell NW heterostructures44 when an additional thermal treatment at a much higher 

temperature ranging from 800 to 900 °C activate the solid-state reaction to form multi-twinned Zn2TiO4 

NWs. It is expected here that the annealing temperature of 350 °C is sufficient to activate the interfacial 

solid-solid reaction between the ZnO NW and TiOx amorphous shell only on their top c-face to form the 

spinel cubic-Zn2TiO4 phase. The present polar c-planes are composed of the stack of successive zinc 

cation and oxygen anion layers.36 They have a high surface energy45 and are known to be highly reactive, 

which could favour the intermixing between the different chemical elements. In contrast, the nonpolar 

m-planes are composed of the stack of successive layers with an equal number of zinc cations and 

oxygen anions.36 They have a much lower surface energy46 and are generally more stable. The present 

data further show that the nature of the crystallization process strongly depends on the thickness of the 

amorphous TiOx shell and on its location, either on the polar c- or non-polar m-planes of ZnO to favour 

a differential reactivity. As the thickness is considerably decreased at nanoscale dimensions, the 

crystallization process further requires more and more energy and hence higher effective annealing 

temperatures to operate. In the present fourth step, a couple of nanometers of difference in the thickness 
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of the amorphous TiOx shell grown by ALD in that range can readily switch the crystallization process 

from an anatase-TiO2 phase to a cubic-Zn2TiO4 phase on the top c-face of ZnO NWs for the same 

annealing temperature. The resulting ZnO NW heterostructures with two different TiO2 and Zn2TiO4 

shells are of high potential for photocatalytic devices47 and may enhance the degradation rate in the 

present double shell configuration. In contrast, when the thickness of the amorphous TiOx layer is 

smaller, only the anatase-TiO2 phase is formed on the top as recently reported in Ref. 29. The resulting 

ZnO / TiO2 core-shell NW heterostructures are of high interest for nanostructured solar cells for 

instance.48 In the present conditions of post-deposition thermal treatment for 3 hours at 350 °C in air, 

the thickness-dependent phase transition is abrupt and proceeds around 12 - 15 nm. 

 

Figure 3. (a) Typical TEM image of a ZnO core-shell NW heterostructure. (b) Corresponding crystalline 

phase map of the ZnO core-shell NW heterostructure using ASTAR measurements. The wurtzite-ZnO, 

anatase-TiO2 and cubic-Zn2TiO4 phases are shown in red, blue and green, respectively. (c, d, e) 

Corresponding experimental electron diffraction patterns recorded at the positions A, B and C, 

respectively. The red, blue and green circles indicate the theoretical electron diffraction patterns of the 

wurtzite-ZnO, anatase-TiO2 and cubic-Zn2TiO4 phases. 
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Figure 4. Crystalline orientation maps of the wurtzite ZnO, anatase TiO2 and cubic Zn2TiO4 phases 

within the ZnO core-shell NW heterostructure along the X, Y and Z axes using ASTAR measurements. 

The color scales for wurtzite ZnO, anatase TiO2 and cubic Zn2TiO4 are presented in the insets. 

Very importantly, the anatase-TiO2 and cubic-Zn2TiO4 phases do not exhibit the same stability in 

acidic medium, which is another key parameter in the present fabrication process. In the fifth step, the 

ZnO NW heterostructures with the TiO2 and Zn2TiO4 shells are immersed for 30 s into an aqueous 

solution kept at room temperature and at a low pH of 1.7 using hydrochloric acid for a selective wet 

chemical etching. Owing to the chemical instability of the cubic-Zn2TiO4 phase in acidic medium, the 

Zn2TiO4 shell on the top c-face of ZnO NWs is dissolved in hydrochloric acid along with the entire ZnO 

NW. In contrast, the anatase-TiO2 shell on the m-plane sidewalls of ZnO NWs is not affected in 

hydrochloric acid, forming in turn the open-ended TiO2 NTs with the walls being composed of the large-

sized domains with a high crystalline quality. Typical TEM and FESEM images of open-ended TiO2 

NTs are presented in Figures 5 and 6 along with TEM and HRTEM images of a representative nano-

object in Figure 7. 
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Figure. 5. Typical top-view TEM image of open-ended TiO2 NTs dispersed on a carbon film on copper 

TEM grid. 

 

Figure 6. Typical top-view FESEM images of (a) open-ended TiO2 NT with a hexagonal shape, (b) 

open-ended TiO2 NTs with a hexagonal and elongated shape, (c) open-ended TiO2 NT with a different 

shape resulting from ZnO NW initial coalescence, and (d) open-ended TiO2 NT with a hexagonal shape 

surrounded by un-completely open TiO2 NTs. The scale bar corresponds to 100 nm. 

The open-ended TiO2 NTs have an overall hexagonal shape and a high crystalline quality coming from 

the use of the ALD process. The TEM image of TiO2 NTs dispersed on the grid shows that they are all 

open on their top, as seen in Figure 5. No parasitic ZnO phase is detected using selected area electron 

diffraction, indicating a complete dissolution of ZnO NWs owing to their high solubility at the low pH 

of 1.7.32 Instead, a Kα line with a small intensity is attributed to residual Zn in the TEM-EDS spectra, as 

shown in Figure S1 of Supporting Information. Further rinsing steps can readily be used to remove the 

Zn contamination. Correlatively, the FESEM image of TiO2 NTs on silicon also reveals that most of the 

TiO2 NTs are open on their top with the occurrence of much brighter walls, as seen in Figure 6. Some 

of them with a hexagonal shape have a very dark inner channel, when the TiO2 NT is vertically aligned 

on the substrate and when the ZnO seed layer has been dissolved in hydrochloric acid, as seen in Figure 

6a. Others present a less dark inner channel, when the TiO2 NT is tilted with respect to the normal to 

the substrate and thus when its base on silicon is not visible. Others exhibit an elongated hexagonal 

shape, as seen in Figure 6b. Overall, the homogeneity of TiO2 NT arrays is drastically dependent upon 

the distribution of ZnO NW arrays acting as the positive template. For instance, the presence of 

coalesced ZnO NWs result in the formation of open-ended TiO2 NTs with a different shape, as seen in 

Figure 6c. Eventually, others may not have completely been open during the selective wet chemical 

etching, specifically the ones with a shorter length as indicated in the proximity of the open-ended TiO2 
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NT with a hexagonal shape in Figure 6d. This inhomogeneity may come from the differential 

crystallization process over ZnO NWs with a much shorter length where the amorphous TiOx layer could 

be thinner. More importantly, the walls of open-ended TiO2 NTs are sharp, because the anatase-TiO2 

shell on the sidewalls of ZnO NWs is composed of domains with large sizes. They are also oriented 

along given directions, because the domains composing the anatase-TiO2 shell exhibit a limited number 

of orientation relationships with the sidewalls of ZnO NWs through a local epitaxy process. For instance, 

some walls are composed of (101) anatase-TiO2 planes, as seen in Figure 7. This is in strong contrast 

to the alternative processes using wet chemistry, growing a polycrystalline TiO2 shell over the ZnO NWs 

that are made of randomly oriented domains with a much smaller size.14, 19 Furthermore, the wall 

thickness of the open-ended NTs lies in the range of 9 – 10 nm and is thus correlated directly with the 

thicknesses of the amorphous TiOx shell grown by ALD and of the TiO2 shell following the post-

deposition thermal treatment. This offers a great opportunity as well to control the wall thickness with 

a high degree of precision and to reduce it as much as possible. The length of the open-ended TiO2 NTs 

around 950 nm is further correlated with the length of ZnO NWs grown by CBD. Eventually, it is worth 

noticing that the fabrication process is compatible with the formation of open-ended TiO2 NTs over a 

large number of substrates (e.g., silicon, glass, ITO/glass, metal foils, sapphire) and does not use any 

chemical additives that may introduce chemical pollutants or alter the surface quality. The present 

process has further been illustrated in the case of the spontaneous growth approach to form ZnO NW 

arrays,32 but the selective area growth approach may also be employed to form ordered ZnO NW arrays 

and hence to gain a larger uniformity.49-50 The possibility to form open-ended TiO2 NTs with an overall 

hexagonal shape, a higher crystalline quality, and well-oriented walls with a tunable small thickness is 

of high interest in photovoltaics and photocatalysis. Furthermore, the critical fourth step in the present 

process devoted to one simple thermal treatment is shown to result in the fabrication of NW 

heterostructures with highly localized, distinct phases for the shell, opening some perspectives in the 

field to design original NW heterostructures.  
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Figure 7 Top-view TEM image of an open-ended TiO2 NT (left). Corresponding HRTEM image 

(center) with a Fourier-filtered enhancement (right) showing that the wall is composed of (101) anatase-

TiO2 planes.  

4. CONCLUSIONS 

In summary, we have developed an original fabrication process to form open-ended TiO2 NTs in the 

framework of the positive template-assisted growth using ZnO NWs. The fabrication process benefits 

from the use of ALD coupled with a post-deposition thermal treatment in air at moderate temperature. 

It results in the formation of a soluble, spinel cubic-Zn2TiO4 shell located on the top c-face of ZnO NWs 

and an insoluble, conformal anatase-TiO2 shell composed of domains with a large size that are highly 

oriented on the m-plane sidewalls of ZnO NWs. The differential crystallization process of the amorphous 

TiOx shell originates from the differential reactivity on the polar c- and nonpolar m-plane surfaces of 

ZnO NWs that is further enhanced by its different thickness. Following an immersion into hydrochloric 

acid, the resulting open-ended TiO2 NTs exhibit hexagonal shape and high crystalline quality with sharp 

and well-oriented walls without any additional chemical step in the fabrication process. These findings 

open the way for integrating high quality open-ended TiO2 NTs with tunable length and wall thickness 

into nanostructured solar cells and photocatalytic devices with improved performances. The present 

approach is compatible with a wide range of substrates and can be extended to other types of NTs. It 

further highlights the possibility to design original NW heterostructures with highly localized, distinct 

phases for the shell using one simple thermal treatment.   
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We report an original fabrication process of open-ended TiO2 nanotubes that is based on the differential 

crystallization of the amorphous TiOx layer grown by atomic layer deposition into a soluble Zn2TiO4 

shell on the top face of ZnO nanowires and an insoluble epitaxial TiO2 shell on their sidewalls following 

a simple thermal treatment.  


