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Abstract 

Zeolite bulk bodies containing macropores, mesopores, and micropores were prepared and characterized using 

ZSM-5 raw powder as the starting material. Starch powder was selected as a pore-forming agent and the 

internal porous structure was controlled by using the property that starch particles form a network structure by 
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heat treatment. The presence of mesopores was characterized by N2 gas adsorption/desorption measurement, 

and the macroporous structure was observed by the 3D-image analysis of hundreds of cross-sectional images 

in the depth direction by a confocal laser fluorescent microscope using the liquid immersion method. The 

observation method demonstrated that it is possible to observe structures of several microns size in the three 

dimensions. The compressive strength and N2 gas permeability of the bulk samples depended on the sample 

structure; bulk bodies with a compressive strength comparable to that of general concrete were created. The 

network structure of the starch pore-forming agent was effective in creating a continuous macroporous 

structure. The bulks could be used in applications such as novel catalyst carriers and filters, and combining 

functional nanoparticles. 
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1. Introduction 

Zeolites are microporous crystalline aluminosilicates known as molecular sieves that have been widely 

used in industry as adsorbents, catalysts, and ion exchangers. The hydrothermal method is commonly used for 

the synthesis of zeolites, which are generally obtained as powders consisting of nano- to micron-sized crystals 

[1-3]. The molecular sieving ability of zeolites depends on their crystalline structure containing pores and 

cavities of molecular dimension. Efforts have long been made to increase the pore size of zeolite crystal units 

due to the potential capacity of chemical processes that require larger pore spaces as reaction fields. 

Consequently, the synthesis of extra-large pore zeolite has been attempted [4-9], leading to the synthesis of 
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ITQ-37 having a 30-membered ring. However, the diameter of largest-free-sphere of zeolite units listed in the 

IZA database [10] is still less than 10 Å. For now, the reactants or supported materials on the zeolites are 

limited in terms of cavity size. Mesoporous materials, such as MCM-41, are also known as zeolite-like 

materials with nanoscale pore size structures [3,11-13]. However, due to their low crystallinity, their ability as 

acid catalysts is lower than that of the zeolites.  

Zeolite bulks containing mesopores and macropores have agr eat potential to improve the capabilities of 

larger molecular reactors. S. Zou et al. reported the synthesis of a hierarchically porous zeolite using a 

polyurethan form template [14], and M. Anderson et al. proposed a biomineralization method using diatoms 

[15]. However, they did not mention the mechanical strength. The handling availability with a sufficient 

mechanical strength is an important factor for practical use as a bulk body. E. Igi et al. synthesized a porous 

zeolite bulk body by one-pot hydrothermal method and reported that it had sufficient mechanical strength for 

machining. [16, 17]. Here, we propose a new processing method for producing a porous zeolite bulk body that 

contains micropores, mesopores, and macropores and that has sufficiently high mechanical strength for 

handling. Hybrid materials consisting of zeolites and functional particles are expected to be used as novel 

catalysts or purification filters. Mesopore will be effective in supporting functional nanoparticles. Continuous 

macropores will be essential for the smooth flow of gas or liquid that needs to be treated. 

Starch has been used as a pore-forming agent, and a hierarchical porous structure was introduced into the 

zeolite bulks [18-20]. Starch forms a gel with a α-starch network when heated with water. The α-starch gel 

turns into solidified β-starch after a cooling process, thus keeping the network structure. This starch property 

is appropriate for a pore-forming agent to make a networked porous structure [20]. In this study, rice starch 
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was used as a pore-forming agent, and a hierarchical porous structure was introduced into the zeolite bulks. 

We investigated the morphological changes of the pore structure in the zeolite bulk body involved with the 

gelation treatment of the pore-forming agent. In order to reveal the hierarchically pore structure, it is necessary 

to investigate the existence of micropores with a diameter of less than 2 nm, mesopores with a diameter of 2-

50 nm, and macropores with a diameter of more than 50 nm. Micropores and mesopores can be generally 

characterized from N2 gas adsorption/desorption isotherms [21,22]. For macropores, we attempted the direct 

observation of the pore structure using a confocal laser fluorescent microscope (CLFM) employing the liquid 

immersion method. It is a high-resolution three-dimensional observation method which was developed to 

characterize the defects in a ceramic green-body and granules [23,24]. The liquid immersion method is also an 

internal structure observation technique that can be applied to a system in which the material is transparent to 

the observation light and has a little optical anisotropy.  A ceramic compact or a bulk body becomes transparent 

when an immersion liquid having the close refractive index to the raw material of the sample is permeated into 

the open pores, thus reducing light scattering on the surface of the raw material. Observation inside the samples 

becomes available using a fluorescent microscope by dissolving a small amount of fluorescent agent in the 

immersion liquid. In our investigations, we used this technique to characterize the porous structure in the bulk 

zeolite. Finally, the mechanical strength and gas permeation rate of the bulk body were evaluated and 

associated with the pore structure. 

 

2. Experimental procedures  

Commercially-available ZSM-5 zeolite powder (HSZ-840HOA, Tosoh Corp., Japan) was used as the 
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starting material. The particle size distribution of the ZSM-5 powder measured by the DLS method (Nanotrac 

UPA-UT, Nikkiso Co., Ltd.) is shown in Fig. S1. Aqueous colloidal silica (Snowtex ST-S, Nissan Chemical 

Corp., Japan) with the average particle size of 9 nm, containing 30 wt% SiO2, was used as a binder. The ZSM-

5 powder was added to the aqueous colloidal silica so that the weight ratio of zeolite to silica was 2:1. The 

slurry was ball-milled at 30 rpm for 24 hours using a zirconia ball medium (2- 10 mm diameter). Rice starch 

powder (Sigma-Aldrich Co. LLC) with the particle size range of 2.0- 8.0 µm was added to the slurry as a pore-

forming agent in the amount of 20 wt% or 0 wt% vs. the solid contents in the slurry. The starch was mixed and 

dispersed in the slurry using a planetary centrifugal mixer (ARE-310, THINKY Corp., Japan) at 2000 rpm for 

5 minutes. The slurry was cast into acrylic molds with a 16 mm diameter and steamed in water vapor at 80 ℃ 

for 10 minutes to gelatinize the starch or just dried with no heating. The green bodies were treated in an 

autoclave for 24 hours in steam at 180 °C without direct contact with water as shown in Fig. 1 to bind the 

zeolite particles by a surface reaction between the colloidal silica and the zeolite. The consolidated bodies were 

then thermally treated in air at 450 ℃ for 24 hours to remove the starch. Finally, three porous zeolite bulk 

bodies formed by different processes were obtained. In other words, the following three types of samples were 

prepared as sample (1); sample without starch, sample (2); sample with starch and no heat-treatment, and 

sample (3); sample with starch and heat-treatment. The schematic illustrations of the expected internal structure 

of each sample are shown in Fig. S2. 

The crystal structures of the raw zeolite powder and the bulk samples were identified by an X-ray powder 

diffraction measurement (Miniflex600, Rigaku) with CuKα radiation. The pore size distribution in the 

mesoporous region was characterized by a nitrogen-gas adsorption/desorption measurement using a surface 
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area and pore distribution size analyzer (BELSORP-Ⅱ, MicrotracBEL). The Barrett-Joyner-Halenda (BJH) 

method was applied to the desorption isotherm to calculate the pore size distribution. The BJH method is based 

on the Kelvin equation, which assumes a system of open-ended, cylindrical mesopores. The capillary radius 

can be calculated when capillary condensation occurs from the Kelvin equation [21]. The specific surface area 

was calculated from the αs-plot since the Brunauer-Emmet-Teller (BET) theory is not applicable to 

microporous materials [22]. The fracture surface of the bulk bodies was observed by scanning electron 

microscopy (JSM-6500F, JEOL). The internal structure of the bulk bodies was observed by a confocal scanning 

laser fluorescence microscope (TCS-SP5, Leica Microsystem) using the liquid immersion method [23,24] as 

schematically illustrated in Fig. 2. The sample became transparent to visible light when the immersion liquid, 

which has the refractive index n close to that of the base material, permeated into the samples due to reducing 

of the reflection of light at the interface of the powder particles and the surrounding medium.  The refractive 

index of the synthesized ZSM-5 is 1.48 [25], therefore, 1-methyl-2-francalboxyrate (n =1.48-1.49) [26] was 

selected as the immersion liquid. The fluorescent agent, Rhodamine B, was dissolved in the immersion liquid 

before liquid permeation to distinguish between the open pores and zeolite bulk. The samples were fractured, 

then ground with an abrasive paper to a thickness of 200-500 μm before the liquid immersion. The internal 

microstructures of the samples were observed by confocal scanning laser fluorescence microscopy. Cross-

sectional images of the sample from the surface to a depth of 65 μm were continuously obtained at intervals 

of 0.26 μm. The sliced images were binarized into the pore and base material phases, then these images were 

stacked to create a three-dimensional image using an image processing software (AVIZO, Thermo Fisher 

Scientific, Inc.). The density of the bulk bodies was measured by Archimedes’ method using kerosene as the 
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solvent. The mechanical strength of the bulk bodies was evaluated by compressive strength tests using an 

autograph (AG-I, SHIMADZU, Corp.) based on Japanese industrial standards [27]. The samples were polished 

to a diameter of 12 mm and a height of 10 mm for the tests. Seven test pieces were used to measure the strength 

of each sample. The gas permeabilities of the samples were evaluated by a permeation membrane analyzer 

(PMA-601, SepraTek). A circular hole with a diameter of 6 mm was cut in the center of a round PET sheet 

with a diameter of 55 mm and a thickness of 110 μm. A sample with a diameter of 12 mm and a thickness of 

2 mm was then fixed in the hole of the round PET sheet with epoxy resin. The sample fixed to the PET sheet 

was placed in the chamber of the analyzer. The amount of gas permeation per unit of time was measured by 

flowing 0.2 MPa of N2 gas from one side of the sample as shown in Fig. 3. 

 

3. Results & Discussion 

Hard, crack-free bulk samples were successfully fabricated. A zeolite bulk body with starch heated is 

shown in Fig. 4. The other samples are also white lumps, suggesting that the starch has been completely 

removed.  X-ray diffraction patterns of the raw ZSM-5 powder and the bulks are shown in Fig. 5. All peaks of 

the bulk samples were identified as peaks of the ZSM-5 phase. The results indicated that the bulk body 

maintained the crystal structure of the ZSM-5 zeolite through all the processes. The colloidal silica phase did 

not appear in the XRD probably because it remained as an amorphous phase. 

The N2 adsorption/desorption isotherms measured at 77 K are shown in Fig. 6. According to the IUPAC, 

the physisorption isotherm is grouped into six types [22]. Furthermore, Type Ⅰ and Type Ⅳ have the sub-

categories (a) and (b), respectively. The isotherm of the raw ZSM-5 powder is classified as typeⅠ(a), indicating 
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that it was a typical microporous material. On the other hand, the isotherms of the bulk bodies showed 

hysteresis loops which were provided by mesoporous adsorbents classified as Type IV(a). However, the 

isotherms of the bulk samples also indicated a steep uptake at a very low relative pressure the same as the raw 

material due to the micropore filling. In addition, the successive uptake of bulk’s isotherms in the high relative 

pressure region revealed the presence of macropores. It suggests that bulk samples contained pores of various 

sizes not found in the raw zeolite powder, such as mesopores and macropores. There was no significant 

difference in the shape of the adsorption isotherm between the sample (1) and the sample (2). The sample (3) 

clearly increased the amount of adsorption at the same relative pressure. For example, the amount of adsorption 

at a relative pressure of around 1.0 was approximately 200 cm3(STP)/g for the sample (1) and the sample (2), 

while it was approximately 240 cm3(STP)/g for the sample (3). 

The pore size distributions obtained from the BJH plots are shown in Fig. 7. Since the capillary 

condensation theory cannot be applied to pores below 2 nm, the BJH plot cannot provide micropore 

comparisons. However, it is effective for discussion about the mesopore region. All the bulk samples had a 

peak distribution at 7-9 nm, corresponding to mesopores, regardless of the addition of starch. It was also found 

that the sample (3) contained the largest volume of mesopores. The amount of mesopores did not significantly 

change between the sample (1) and sample (2). The results mean that mesopores would be formed between the 

zeolite particles in the bulk, and that they were increased by the starch network structure. The zeolite bulks 

with mesopores would be suitable for supporting functional nanoparticles. The specific surface area of the 

samples calculated by the αs -plots was as follows: sample (1): 378 m2g-1; sample (2): 375 m2g-1; sample (3): 

387 m2g-1; ZSM-5 raw powder: 573 m2g-1. The three bulk samples have very similar specific surface areas to 
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each other, and they were lower than that of the ZSM-5 raw powder. For the bulk sample, the contact between 

the particles leads to a lower surface area. The presence of the pore-forming agent did not contribute to the 

specific surface area because the amount of micropores was the dominant factor for the specific surface area 

of the bulk samples. 

Macroporous structures were characterized by observation using a scanning electron microscope (SEM) 

and a confocal laser fluorescence microscope (CLFM). SEM images of the fracture surface at two different 

magnifications and CLFM images of the corresponding samples are shown in Fig. 8. The CLFM images were 

taken at a depth of 20 m from the sample surface. Black spots on the CLFM images correspond to pores. The 

structural images obtained by the two observation methods are similar demonstrating the validity of this 

internal observation method. Cross-sectional images by CLFM revealed that the structure of the pores clearly 

changes with the addition of starch and its gelation process. No large pores were observed in the sample (1). 

On the other hand, large pores with a size of more than 5 μm were observed in the sample (2) and sample (3), 

and the two pore structures were different depending on the presence or absence of the heating process. The 

higher magnified SEM images revealed the existence of pores that have a size of less than 1 μm. The three-

dimensional images of the macropores created from 173 sliced CLFM images per each sample are shown in 

Fig. 9. Conventional micro-X-ray CT is generally known as a three-dimensional observation method, but it is 

difficult to observe a pore structure of several microns in terms of resolution, except when using large 

synchrotron radiation facilities [28]. It was demonstrated that the CLFM method is excellent for facilitating 

the 3D high resolution observations. Results of the density measurement by Archimedes’ method is shown in 

Table 1. As already mentioned, the sample (2) and the sample (3) had different macropore structures, but the 
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porosity measured by Archimedes’ method was similar because the same amount of pore-forming agent was 

added. 

The compressive strength of the zeolite bulk bodies is shown in Fig. 10. All the samples had a compressive 

strength above 25 MPa. The compressive strength of the bulks was more than that of general concrete for 

construction which has a strength of 24 MPa [29]. Igi et al. have reported that the machinable ZSM-5 bulk 

body has a bending strength of approximately 5 MPa [17]. The bending strength is said to be about one-fifth 

to one-seventh of the compressive strength in the case of concrete [30]. Assuming a similar relationship applies 

to zeolite bulks, the strength of the ZSM-5 porous bulk body obtained in this study should be comparable to 

the strength of the ZSM-5 bulk body prepared by Igi et al. When comparing the samples with different 

processes, the strength of the sample (1) was the highest. According to the Weibull’s weakest link theory [31], 

the destruction of ceramics starts from the largest defect. Samples that used starch as a pore-forming agent had 

a lower strength because they contained macropores which acted as a starting point for the fracture. Since the 

macropores in the sample (2) are independent, the maximum defect size is small, and as a result, stress 

concentration during fracture is less likely to occur. This is probably the reason why the compressive strength 

of the sample (2) was higher than that of the sample (3). 

The N2 gas permeation rate of the bulks is shown in Fig. 11. The sample (3) showed the highest gas 

permeability among the three, although the sample (2) and the sample (3) indicated almost the same porosity 

by Archimedes’ method. The differences occurred due to the pore structure, the CLFM observation results 

showed that isolated macropores as large as the starch grains were formed in the sample with unheated starch. 

The isolated macropores did not contribute to the gas permeability. Spherical pores derived from the starch 
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irregularly expanded in the heated sample to form a network structure. The increase in the connected structure 

pores resulted in an increased gas permeation in the sample containing the heated starch. ZSM-5 granules are 

commonly used as fillers in gas chromatography columns for the purpose of separating inorganic gases. The 

gas flow rate through the intergranular spaces for that application is approximately 20-30 CCM [32]. On the 

other hand, the gas flow rate through the continuous macropores in the ZSM-5 bulk body was 2-5 CCM, which 

was lower than that of gas chromatography. However, the gas flow through the ZSM-5 bulk body can be 

controlled by optimizing the pore structure according to the amount of starch added and the subsequent 

treatment conditions. The zeolite bulk body proposed in this study would be applicable for gas treatment 

purposes. 

 

4. Conclusions 

Porous zeolite bulks were fabricated using starch as a pore-forming agent. An X-ray diffraction pattern 

indicated that the crystal structure of the starting ZSM-5 zeolite material was maintained in the bulk samples 

through all the processes, implying that the micropores in the zeolite crystal unit were maintained in the bulk 

bodies. The presence of micropores, mesopores, and macropores in the bulks was suggested by the adsorption 

/ desorption isotherms of N2 gas.  The pore size distribution of the bulk samples had a peak at 7-9 nm, 

corresponding to mesopores which would be suitable for supporting functional nanoparticles. Changes in the 

macropore structure due to the starch heating process were confirmed from the cross-sectional images inside 

the samples observed by confocal laser fluorescence microscopy using the liquid immersion method. The 

three-dimensional images of macropores created from the cross-sectional images had a higher resolution than 
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from industrial micro-X-ray computed tomography. This observation method can be applied to other porous 

materials by properly selecting the refractive index of the immersion liquid. The compressive strength of the 

zeolite bulk bodies was above 25 MPa, which was higher than the that of general concrete used for construction. 

This result showed that the bulk bodies had a sufficient mechanical strength for handling. The sample (3) 

showed the highest gas permeability among the three indicating that the starch networks as pore-forming agents 

are available to create continuous pore structures for a smooth gas flow. 
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Fig. 1: Schematic illustration of the sample heating process in an autoclave 
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Fig. 2: Observation of pore structure by a confocal laser fluorescent microscope using the liquid immersion 

method 
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Fig. 3: Schematic illustration of nitrogen gas permeability measurement 
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Fig. 4: A zeolite bulk body (sample (3)) 
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Fig. 5: X-ray diffraction patterns of raw ZSM-5 powder and the bulk samples 
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Fig. 6 N2 adsorption/desorption isotherms measured at 77K 
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Fig. 7: Pore size distribution obtained from the BJH plots 
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Fig. 8: SEM images of the fracture surface at two different magnifications and CLFM images of the corresponding 

samples 
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Fig. 9: The three-dimensional images of macropores created from 173 sliced CLFM images 
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Table 1: Results of density measurement by Archimedes’ method 

Sample sample (1) sample (2) sample (3) 

Apparent density(g/cm3) 2.07 2.06 2.08 

Bulk density(g/cm3) 1.36 1.12 1.13 

Porosity (%) 34.2 45.6 45.5 
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Fig. 10: The compressive strength of the zeolite bulk bodies 
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Fig. 11: N2 gas permeation rate of the bulks 
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Supplementary Data 

 

Fig. S1: Particle size distribution of ZSM-5 powder 

 

  



29 

 

 

 

Fig. S2: Schematic illustrations of the expected internal structure of each sample 

 


