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Polarization dependence of laser damage growth features on multilayer dielectric mirrors for petawatt-class lasers

PETAL (PETawatt Aquitaine Laser

) is an ultra-highpower laser dedicated to academic research that delivers sub-picosecond pulses. One of the major issues on these facilities is the laser damage on optical components located at the final stage. Transport mirrors of the PETAL facility are illuminated under different polarization directions. This configuration motivates thorough investigation of the dependency of the laser damage growth features (thresholds, dynamics and damage site morphologies) with the incident polarization. Damage growth experiments were carried out in s and p-polarization at 0.8 ps and 1053 nm on multilayer dielectric mirrors with a squared top-hat beam. Damage growth coefficients are determined by measuring the evolution of the damaged area for both polarizations. In this paper, we report higher damage growth threshold in p-polarization together with higher damage initiation threshold in s-polarization. We also report faster damage growth dynamics in p-polarization. The damage site morphologies and their evolution under successive pulses are found to strongly depend on polarization. A numerical model in 3D was developed to assess this experimental observations, it shows the relative differences in damage growth threshold however, it was not able to reproduce the damage growth rate. Numerical results demonstrate that damage growth is mainly driven by the electric field distribution which depends on the polarization.

http://dx.doi.org/10.1364/ao.XX.XXXXXX As the energy of high-power laser facilities is limited by laserinduced damage on optical components located after the amplification stage, the understanding of laser damage mechanisms has become a major issue [1]. In the sub-picosecond regime, laser damage initiation follows a deterministic behavior which is directly linked to the Electric Field Intensity (EFI) [2]. Optical components of petawatt-class lasers are generally composed of 10 Multilayer Dielectric (MLD) coatings which provide high intrin-11 sic damage threshold [3]. The reflections of the incident laser 12 on the multiple interfaces provide interferences which could 13 enhance the EFI distribution in the components and decrease 14 the effective damage threshold [4,5]. 15 The beam of the PETAL (PETawatt Aquitaine Laser) facility 16 [6], is linearly polarized after the compression stage. Depending Damage Threshold (LIDT) are both dependent on polarization 20 [7]. The electric field enhancement is lower in s-polarization 21 which leads to a higher LIDT in the sub-picosecond and picosec-22 ond regimes [8]. After the occurrence of a damage site, the dam-23 age area evolves with successive laser shots which ultimately 24 limits the lifetime of the optics [9].
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Several studies evidenced a deterministic behavior of the 26 damage growth features by measuring the growth threshold at 27 a fluence under the LIDT. Above the growth threshold, a linear 28 evolution of the damaged area was reported in Ref. [10]. Sozet Ref. [14]. Laser damage tests were performed under ambient air at 800 fs and 45°of incidence on the laser damage setup presented in Ref. [15]. The laser source (Amplitude Système, S pulse HP) provides a spatially Gaussian beam centered at 1053 nm. Damage initiation thresholds were measured at (6.12 ± 0.11) J/cm 2 for s-polarized beam and (3.83 ± 0.18) J/cm 2 for p-polarized beam.

Damage growth study was performed in ambient air on the same laser damage set-up using the same laser source. A pair of fused silica phase plate (FBS2, Ekspla) and a 30 cm focal lens are used to transform the circular Gaussian beam into a square tophat beam with 150 µm at Full Width at Half Maximum (FWHM), described in Ref. [16,17]. The top-hat beam profile is equivalent to super-Gaussian profile of order 6. The use of the top-hat beam aims at avoiding the intensity gradient of Gaussian beams to facilitate the interpretation of results [16]. First, identical damage sites were initiated with a Gaussian beam at a fluence 10% above the LIDT in p-polarization. The influence of the initial damage site was studied. For that purpose, we initiated and illuminated initial damage sites in both san p-polarizations. We observed small damage growth rate discrepancies only at low fluence in s-polarization. Then, these damage sites were illuminated with the top-hat beam at different fluences for both polarizations at an angle of incidence of 45°and 0.8 ps of pulse duration. For each fluence, three different sites were illuminated under the same conditions to validate the repeatability of the measurement. An in-situ visualization system composed of a microscope and a camera was implemented to image the surface of the sample. were measured at 1.23 ± 0.04 J/cm 2 and 2.11 ± 0.09 J/cm 2 re-117 spectively which corresponds to approximately 20% and 55% 118 of the LIDT s and the LIDT p respectively. We assumed that the 119 difference between our results and those reported in Ref. [11] 120 comes from the sample designs and the manufacture process. 
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 17 their position in the transport section, mirrors are illuminated 18 either in s or in p-polarization. The EFI and the Laser Induced
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  et al. measured a polarization dependence on MLD mirrors with 30 a growth threshold in s-polarization which represents approx-31 imately 50% of LIDT s (LIDT in s-polarization) [11]. A growth 32 threshold in p-polarization representing 80% of LIDT p (LIDT 33 in p-polarization) was reported with a very slow evolution of 34 the damaged area. A study of the polarization dependence of 35 laser damage growth was carried by Rasedujjaman et al. on 36 thin oxide films [12]. They showed damage morphologies with 37 privileged directions perpendicular to the polarization direction. 38 They assumed that the presence of defects provides nanovoids 39 which interact with the incident laser beam and influence the EFI 40 distribution. Furthermore, they simulated with Finite Element 41 Method (FEM) the impact of nanovoids on the EFI distribution 42 and the results showed that the electric field was enhanced in 43 the direction orthogonal to the polarization direction, in good 44 agreement with experimental results. Similar observations and 45 interpretations were made by Peters et al. with a UV laser in the 46 nanosecond regime with polarization dependence in coatings 47 attributed to asymmetrical E-field intensification on defects [13].
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 1 Fig. 1. Acquisitions of damage growth sequences with the microscope. Initial damage sites were illuminated (a) in p-polarization at a fluence of 3.23 J/cm 2 and (b) in s-polarization at a fluence of 3.41 J/cm 2 . The laser beam comes from the left with an angle of incidence of 45°. The white ellipses represent contours of the initial damage sites. The black arrows represent the polarization direction. See Visualization 1 for complete sequences.
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 12 Figure.1 shows different image sequences using the microscope of damage growth experiments according to the two po-

Figure. 2

 2 Figure.2 shows the evolution of the damage growth coeffi-
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  Second, even though LIDGT s has a lower value than LIDGT p , 122 the damage growth dynamics is slower in s-polarization than 123 in p-polarization, as shown in Fig.2. Third, different damage site morphologies according to the polarization are observed. Damage growth experiments were repeated on a different MLD mirror design with similar results, which highlights the reproducibility of the influence of the polarization. SEM images with a better resolution were captured on this second mirror to highlight the two damage site morphologies displayed in Fig.3. Rasedujjaman et al. and Obara et al. found similar features during damage growth sequences on thin oxide films and SiC crystals [12, 19]. They demonstrated numerically that the EFI distribution is enhanced in a direction orthogonal to the polarization as observed experimentally.

Fig. 3 .

 3 Fig. 3. SEM images of (a) an initial damage site and damage morphologies at different steps of the growth in (b) spolarization and (c) p-polarization. The fluence corresponds to 70% of the respective LIDT, which represents a fluence of 1.80 J/cm 2 and 2.57 J/cm 2 in pand s-polarization respectively. A numerical 2D model based on the FEM to simulate damage growth sequence was developed in Ref. [17]. The main goal of this model is to assess the trends observed experimentally. It was assumed that the EFI distribution evolves with the new damaged structure for each laser shot. The model was developed to calculate the evolution of the EFI distribution and to simulate damage process. However, the interpretation was limited by the representation of the mirror design in one plane (2D simulations), which limits the study of polarization effects. A 3D model is required to study the impact of the polarization on the damage growth. The geometry represents the mirror design used during the experiments (see Fig.4(a)) with a size limited to 7×7×9 µm 3 due to computational resources. An elliptical cylinder of 3 and 2 µm of major and minor axis respectively was added to the top layer of the mirror to represent the initial damage site (see Fig.1(a)). A linearly polarized plane wave is propagated from the air for an incidence of 45°. The EFI distribution induced by the damage site is calculated in two steps. First, the model solves the Maxwell's equations with the FEM for the pristine mirror (without damage sites) and provides a background field. Then, the background field is set as a source term to calculate the EFI distribution with the scattered field method for the damaged structure (see Fig.4(b)). At this stage, nodes where the intrinsic LIDT is reached (see Fig.4(c)) have their refractive index set to 1 (refractive index of air) to simulate the occurrence of damage sites in the volume of the multilayer (see Fig.4(d)). These 3 steps represent one iteration. The next iteration will use the new damaged structure as a starting point for the calculation of the EFI. Damage growth sequences at different fluences were calculated by considering 5 iterations for s-polarization and 10 iterations for p-polarization (see Visualization 2). The damage area was measured on the top layer to compare with experimental measurements. The evolution was also characterized by an affine relationship to determine damage growth coefficients, shown in Fig.5. The model highlights similar trends to those observed experimentally with the LDGT s lower than the LIDGT p . The
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 46 Fig. 4. (a) Representation of the geometry implemented in the FEM model which represents the MLD design used for the experiments. Description of one iteration of the FEM model. The color scale represents the EFI and the gray scale represents the refractive index. The EFI distribution is first calculated for a perfect mirror. (b) Then, the previous result is used as a source term to calculate the EFI distribution for the damaged mirror. (c) Nodes where the intrinsic LIDT is found. (d) Assigned refractive indexes with the new damaged structure. Red marks represent damaged nodes (refractive index is equal to 1).
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 5 Fig. 5. Evolution of the numerical damage growth coefficients as a function of the fluence of the incident wave.
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 6 Fig. 6. Damage site morphologies after 5 iterations simulated with the FEM model according to (a) the p-polarization and (b) s-polarization. The beam comes from the left with 45°of incidence at a fluence of 3.1 J/cm 2 . The red marks correspond to the damaged zone. The black arrows represent the polarization direction. See Visualization 2 for complete sequences.
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  These results should motivate to improve the model, in par-198 ticular the improvement of the computational resources to take 199 into account the full size of the initial damage site. It will be 200 interesting to include different phenomena such as the fatigue 201 phenomenon or the deposition of residual materials (debris) 202 during the growth [20, 21]. These phenomena could have an 203 impact on damage growth dynamics. This model could be ei-204 ther adapted to different designs and be used to study damage 205 growth on other critical components, such as gratings. The re-206 sults presented in this paper involve multilayer dielectric mirrors 207 optimized to operate in air and it will be interesting to investi-208 gate in further studies the impact of air/vacuum conditions on 209 damage growth properties. 210 Disclosures. The authors declare no conflicts of interest.
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