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High-fidelity biomechanical models usually involve the mechanical characterization of biological tissues using experimental methods based on optical measurements. In most experiments, strains are evaluated based on displacements of a few markers and represents an average within the region of interest (ROI). Full-field measurements may improve description of non-homogeneous materials such as soft tissues. The approach based on non-rigid Image Registration is proposed and compared with standard Digital Image Correlation (DIC) on a set of samples, including (i) complex heterogeneous deformations with sub-pixel displacement, (ii) a typical uniaxial tension test of aorta, and (iii) an indentation test on skin. The possibility to extend the ROI to the whole sample and the exploitation of a natural tissue pattern represents the main assets of the proposed method whereas the results show similar accuracy as standard DIC when analysing sub-pixel deformations.

Therefore, displacement and strain fields measurement based on Image Registration is very promising to characterize heterogeneous specimens with irregular shapes and/or small dimensions, which are typical features of soft biological tissues.

Introduction

The expanding use of computational modelling in biomechanics [START_REF] Holzapfel | Computational approaches for analyzing the mechanics of atherosclerotic plaques: A review[END_REF][START_REF] Lisický | Consideration of stiffness of wall layers is decisive for patient-specific analysis of carotid artery with atheroma[END_REF][START_REF] Marcián | Biomechanical performance of cranial implants with different thicknesses and material properties: A finite element study[END_REF], e.g., for the design of medical devices and possibly for clinical prognosis in the near future, requires appropriate knowledge of tissue behaviour. Accordingly, patient-specific medical imaging like computed tomography, magnetic resonance imaging (MRI) or intravascular ultrasound are needed for assessing the mechanical behaviour of biological tissues. MRI is a very versatile method enabling strain investigation of various tissues under load and had already been applied for tissues like myocardium [START_REF] Tee | Imaging techniques for cardiac strain and deformation: Comparison of echocardiography, cardiac magnetic resonance and cardiac computed tomography[END_REF][START_REF] Tsadok | Myocardial strain assessment by cine cardiac magnetic resonance imaging using non-rigid registration[END_REF], carotid artery [START_REF] Nederveen | MRI strain imaging of the carotid artery: Present limitations and future challenges[END_REF], spine intervertebral disc [START_REF] Reiter | Noninvasive high resolution mechanical strain maps of the spine intervertebral disc using nonrigid registration of magnetic resonance images[END_REF] or brain [START_REF] Miller | Mechanical properties of brain tissue invivo: Experiment and computer simulation[END_REF]. Tissue deformation in the latter examples was examined using the Image Registration (IR) technique, which is normally used to align medical images from multiple modalities although its versatility enables various other applications. However, the information about in vivo strain cannot be easily used for constitutive model characterization, especially for soft biological tissues, often exhibiting a nonlinear behaviour under large deformations.

Various approaches used to characterise mechanical properties of soft tissues were recently reviewed [START_REF] Macrae | Methods in Mechanical Testing of Arterial Tissue: A Review[END_REF]. The choice of a suitable method depends mostly on the available laboratory equipment and the specific application; for instance, biaxial testing requires specific testing machines and large sample specimens which may not be available with some tissues [START_REF] Holzapfel | Determination of layer-specific mechanical properties of human coronary arteries with nonatherosclerotic intimal thickening and related constitutive modeling[END_REF][START_REF] Teng | Material properties of components in human carotid atherosclerotic plaques: A uniaxial extension study[END_REF].

Another example is the inflation-extension test requiring cylinder-like specimens [START_REF] Sommer | Biaxial mechanical properties of intact and layer-dissected human carotid arteries at physiological and supraphysiological loadings[END_REF], thus hardly applicable for the aortic valve or atherosclerotic plaque [START_REF] Akyildiz | Mechanical properties of human atherosclerotic intima tissue[END_REF]. Most of the experimental studies investigating mechanical properties of biological tissues assume a uniform response in the analysed area and global characteristics are obtained by tracking the displacement of e.g., few markers resulting in average deformation of the specimen [START_REF] Macrae | Methods in Mechanical Testing of Arterial Tissue: A Review[END_REF][START_REF] Fehervary | Planar biaxial testing of soft biological tissue using rakes: A critical analysis of protocol and fitting process[END_REF] With this approach, it is straightforward to derive stress-strain curves which can subsequently be processed to identify a constitutive model. However, the assumption of homogeneous strain and stress fields in the analysed area may not be met in soft tissue mechanics. The error is then transferred into the computational model and can contribute to high variation among studies with heterogeneous samples [START_REF] Jett | Integration of polarized spatial frequency domain imaging (pSFDI) with a biaxial mechanical testing system for quantification of load-dependent collagen architecture in soft collagenous tissues[END_REF] and a global trend for its minimization can be seen [START_REF] Fehervary | Planar biaxial testing of soft biological tissue using rakes: A critical analysis of protocol and fitting process[END_REF]. Regional characterization of the sample deformation during the experiment may help to capture heterogeneous strain fields and can be addressed by full-field methods like digital image correlation (DIC), moiré or speckle interferometry. DIC has been widely used in many biomechanical applications for decades, including e.g., human skin [START_REF] Ní Annaidh | Characterization of the anisotropic mechanical properties of excised human skin[END_REF], thigh muscle [START_REF] Affagard | Identification of hyperelastic properties of passive thigh muscle under compression with an inverse method from a displacement field measurement[END_REF], human ascending thoracic aneurysm wall [START_REF] Cavinato | Does the knowledge of the local thickness of human ascending thoracic aneurysm walls improve their mechanical analysis?[END_REF], or recently for biaxial stress relaxation of tissue of vaginal mucosa [START_REF] Pack | Biaxial Stress Relaxation of Vaginal Tissue in Pubertal Gilts[END_REF]. An extension of this method enables analysis of surface deformation with 3D DIC [START_REF] Davis | Local mechanical properties of human ascending thoracic aneurysms[END_REF][START_REF] Davis | Pointwise characterization of the elastic properties of planar soft tissues: application to ascending thoracic aneurysms[END_REF] or even internal deformation of the volume with digital volume correlation (DVC) [START_REF] Dall'ara | About the inevitable compromise between spatial resolution and accuracy of strain measurement for bone tissue: A 3D zero-strain study[END_REF][START_REF] Acosta Santamaría | Three-Dimensional Full-Field Strain Measurements across a Whole Porcine Aorta Subjected to Tensile Loading Using Optical Coherence Tomography-Digital Volume Correlation[END_REF][START_REF] Bersi | Multimodality Imaging-Based Characterization of Regional Material Properties in a Murine Model of Aortic Dissection[END_REF]. DIC has limitations influencing its outcomes [START_REF] Wang | Digital image correlation in experimental mechanics and image registration in computer vision: Similarities, differences and complements[END_REF] such as creation of the pattern [START_REF] Lionello | An effective procedure to create a speckle pattern on biological soft tissue for digital image correlation measurements[END_REF] or noisy deformation field as a result of the local DIC. The latter issue is addressed by introducing global DIC enabling an investigation of continuous deformation field in combination with finite element method [START_REF] Sun | Finite element formulation for a digital image correlation method[END_REF] or by introducing B-spline shape function [START_REF] Cheng | Full-field speckle pattern image correlation with B-Spline deformation function[END_REF][START_REF] Réthoré | On the Use of NURBS Functions for Displacement Derivatives Measurement by Digital Image Correlation[END_REF]. However, a comparison between global FE-based DIC and local DIC [START_REF] Wang | Subset-based local vs. finite element-based global digital image correlation: A comparison study[END_REF] revealed that the local DIC outperforms its opponent when a subset size is no less than 11 pixels. Other approaches were proposed to obtain a deformation/strain field of a loaded sample describing its regional mechanical properties. Even though IR is mostly used in computer vision, Wang et al. [START_REF] Wang | Digital image correlation in experimental mechanics and image registration in computer vision: Similarities, differences and complements[END_REF] analysed similarities, differences and complementarity between DIC and IR. According to that study, both methods may benefit from their combination and synergy. Non-rigid B-spline IR is similar to the global DIC with a continuous deformation field, however, has less strict requirements for the pattern and even a natural surface might be sufficient. IR approach was firstly used to evaluate the compressibility of lung parenchyma in uniaxial tension test [START_REF] Bel-Brunon | Numerical identification method for the non-linear viscoelastic compressible behavior of soft tissue using uniaxial tensile tests and image registration -Application to rat lung parenchyma[END_REF]. However, neither verification nor reproducibility analyses were described in that study, although the same methodology was applied several times [START_REF] Birzle | A coupled approach for identification of nonlinear and compressible material models for soft tissue based on different experimental setups -Exemplified and detailed for lung parenchyma[END_REF][START_REF] Birzle | Experimental characterization and model identification of the nonlinear compressible material behavior of lung parenchyma[END_REF]. Zhu et al. [START_REF] Zhu | Computer vision approach to study deformation of materials[END_REF] recently compared both methodologies with promising results on synthetic data. Another approach was used by Miga et al. [START_REF] Miga | A new approach to elastography using mutual information and finite elements[END_REF] who, similarly to the IR based methods, deformed one image to fit the shape of another using finite element simulations.

In summary, even though deformation fields are crucial for soft tissue biomechanics, the use of local DIC still presents some limitations. In this study, we propose to overcome these limitations by evaluating the benefits of IR for soft tissues biomechanics.

2 Material and methods

Full-field analysis

The composition of most soft tissues, with some exceptions like liver [START_REF] Birzle | Experimental characterization and model identification of the nonlinear compressible material behavior of lung parenchyma[END_REF], does not show any significant surface features, and hence intensity-based IR was applied. The IR is highly dependent on the specific tissue and a customized solution might be required. Therefore, open-source Elastix [START_REF] Klein | Elastix: a toolbox for intensity-based medical image registration[END_REF][START_REF] Marstal | SimpleElastix: A user-friendly, multi-lingual library for medical image registration[END_REF] software was used to simplify the process, covering a large field of problems and ways of solution.

Sets of N recorded images (including the first undeformed image) were evaluated using the incremental approach based always on comparison of two consecutive images from the set. In the IR, the so-called moving image IM (from the actual, i.e. i th step of loading) is distorted via T(x) transformation into the reference (fixed) image IF (recorded in the next step i+1) to find the displacements u(x) spatially aligning IM with IF (see Fig. 1). The optimization problem minimizing a cost function was solved using Adaptive Stochastic Gradient Descent method which requires to set less parameters than a regular gradient descent algorithm as it adaptively predicts step size during optimization, and performs well for IR problems [START_REF] Klein | Adaptive stochastic gradient descent optimisation for image registration[END_REF]. This method works especially well with a random image sampler, which selects randomly a user-specified number of pixels from the images and offers high effectiveness and speed. The quality of the alignment during optimization is assessed with a similarity measure (also called cost function or error function) which is rather intensity-based than geometrically based in an IR problem. The alignment of images from the same modality, being the objective of our procedure, works well with metrics like Sum of Squared Differences or Normalized Correlation Coefficient. Nevertheless, the Mutual Information was found most suitable here for all the samples. This metric assumes only a relationship between the probability distributions of the intensities of the fixed and the moving images and is more general than the two metrics mentioned above. Due to its generalization, this metric is suitable for both mono-and multi-modal image pairs. Fig. 1 Due to a common nonlinear behaviour of soft tissue, a more flexible model is required. Hence, the B-spline transform model, allowing local deformation, was used instead of the Demons algorithm applied in [START_REF] Zhu | Computer vision approach to study deformation of materials[END_REF]. Therefore, images IM and IF were overlayed with a deformable regularly spaced grid with B-spline control points, the distance between which can be user-specified. The number of control points influences the final number of parameters which are optimized and should be tuned to obtain reasonable results. Displacement of each pixel defined in the undeformed state of the specimen grid was then calculated using transformix [START_REF] Klein | Elastix: a toolbox for intensity-based medical image registration[END_REF][START_REF] Marstal | SimpleElastix: A user-friendly, multi-lingual library for medical image registration[END_REF]. Moreover, the continuous and smooth description of deformation by the B-splines results directly in a smooth displacement field making the evaluation of strains easier. Here, directional strains were obtained by calculating central differences of the displacement field using the gradient function of a NumPy package.

Afterwards, components Eij of Green-Lagrange strain tensor were calculated as follows:

𝐸 𝑥𝑥 = 1 2 (2 𝜕𝑢 𝜕𝑥 + ( 𝜕𝑢 𝜕𝑥 ) 2 + ( 𝜕𝑣 𝜕𝑥 ) 2 ) 𝐸 𝑦𝑦 = 1 2 (2 𝜕𝑣 𝜕𝑦 + ( 𝜕𝑢 𝜕𝑦 ) 2 + ( 𝜕𝑣 𝜕𝑦 ) 2 ) 𝐸 𝑥𝑦 = 1 2 ( 𝜕𝑢 𝜕𝑦 + 𝜕𝑣 𝜕𝑥 + 𝜕𝑢 𝜕𝑥 𝜕𝑢 𝜕𝑦 + 𝜕𝑣 𝜕𝑥 𝜕𝑣 𝜕𝑦 )
where u and v represent displacements in x and y directions, respectively.

In IR problems, the data complexity can be influenced with the use of a multi-resolution strategy.

Down-sampling of the image resolution in combination with smoothing (also denoted as pyramids)

is often applied to the images, meaning that more iterations are required, increasing thus the time needed to obtain acceptable results.. The use of multiple pyramid levels is shown e.g., in [START_REF] Zhu | Computer vision approach to study deformation of materials[END_REF] where the authors obtained reasonable results for at least 8 pyramids. Nevertheless, the multi-resolution strategy was not necessary in the present study and only a single magnitude of resolution was used without pixel size degradation. However, this strategy can be easily implemented with Elastix when, for instance, deformations between the acquired images are too large.

DIC

DIC is a well-established method and was used here for a comparison of the obtained full-field measurements from experiments using the Ncorr software (local DIC) [START_REF] Blaber | Ncorr: Open-Source 2D Digital Image Correlation Matlab Software[END_REF]. In contrast to the proposed IR approach, here the resulting displacement field, also dependent on a subset size, needs to be smoothed to evaluate the strain field. Therefore, Ncorr uses a strain window with variable radius rε to calculate displacement gradients. As a result, a user needs to perform multiple analyses to find an acceptable compromise in the resulting fields. Therefore, the comparison was done with a DIC setup evaluated only personally, although by following all suggestions from the user guide.

Synthetic dataheterogeneous deformations

Synthetic data are often used to investigate the performance of some approaches. For the full-field measurements, a set of samples was proposed in [START_REF] Reu | DIC Challenge: Developing Images and Guidelines for Evaluating Accuracy and Resolution of 2D Analyses[END_REF], intending to challenge DIC algorithms to see their accuracy in various scenarios. While most of the samples presented there simulate only rigid motion with varying levels of noise or distortion, there are cases (like sample 14 in [START_REF] Reu | DIC Challenge: Developing Images and Guidelines for Evaluating Accuracy and Resolution of 2D Analyses[END_REF])

introducing sub-pixel heterogeneous deformation and thus a strain field representing a real challenge for the algorithms, as stated by the authors. This sample is very often used in testing new modifications of DIC [START_REF] Yang | Fast Adaptive Mesh Augmented Lagrangian Digital Image Correlation[END_REF][START_REF] Shradhanjali | Spatiotemporal Characterizations of Spontaneously Beating Cardiomyocytes with Adaptive Reference Digital Image Correlation[END_REF] and hence it was chosen also here to challenge the IR approach. As it is suited for DIC, it has a typical speckle pattern though with high noise, introducing uncertainties into the analysed displacements. Moreover, this sample has three variations L1, L3 and L5 differing in the applied displacement. The speckle pattern of the synthetic data together with other samples can be seen in Fig. 2.

Fig. 2 2

.3 Porcine aortauniaxial tension

Although synthetic data provides a good basis to establish the accuracy of the methodology, it is of interest to see the performance with data typical in the field of biomechanics. Here, a uniaxial tension of porcine proximal aorta sample was tested till relatively high deformations up to 80 %. It is worth mentioning that the sample had been frozen after harvesting and was tested in air. Although this can affect the response of the tissue, the focus of this study is the evaluation of the performance of the optical method. A speckle pattern was carefully applied onto the intima surface of a dogbone shaped circumferential specimen (width = 4 mm) using a black spray. An Instron 3343 tensile machine was used to stretch the sample with a jaw velocity of 1.3 mm/s. Images were acquired during the test with a Photron UX100 camera (resolution of 1280x1024) at a framerate of 5 i/s for further full-field analysis.

Skin samplenatural pattern

Skin mechanical characterization is an important topic of interest in biomechanics. Mechanical properties of each layer can be identified using an indentation test in combination with uni-or biaxial skin stretching. A possible way how to obtain their constitutive parameters is by using inverse analysis with full-field measurements. However, the low thickness makes it almost impossible to prepare a suitable speckle pattern for DIC. The skin sample used in this study was stained with Hematoxylin and eosin to highlight a natural pattern of the layers. As no artificial pattern was prepared, this sample was very challenging for both DIC and IR approaches. The samples are 55mm long, die-cut from abdominal skin of a 90-100 days old female pig. No prestretch was applied before indentation which was performed with stainless steel probe with 4 mm diametr up to 1.93 N. The camera resolution 6000x4000.

Performance validation

Results obtained with the synthetic data were compared with the prescribed displacement and strain functions. On the other hand, the performance of IR approach was compared with the DIC results

for two other samples (aorta and skin) using different patterns. DIC is considered here as a groundtruth for comparison as it is a well-established method for full-field measurements. A pixel-to-pixel comparison of full-field measurements was assessed as a mean absolute percentage error (MAPE) at each loading step for displacements and strains using:

𝑀𝐴𝑃𝐸(𝑦, 𝑦 ̂) = 1 𝑛 ∑ |𝑦 𝑖 -𝑦 ̂𝑖| |𝑦 𝑖 | 𝑛 𝑖 = 1
where n is number of pixels within the analysed ROI, 𝑦 ̂𝑖 is the evaluated value from IR of i-th pixel and 𝑦 𝑖 is the corresponding reference (taken as true) value from DIC. Additionally, the performance of IR can be also investigated to verify the alignment. However, this is not a straightforward problem and, for instance, the similarity measure used for optimization should not be used. Therefore, the performance of IR was investigated via average structural similarity index measure (SSIM) introduced in [START_REF] Wang | Image quality assessment: From error visibility to structural similarity[END_REF]. The SSIM is a perceptual metric that uses an idea that pixels have strong interdependencies when they are spatially close and thus an important structural information of the object is compared. This measure falls between 0 and 1 where values close to 1 indicate the perfect structural match of both images. The SSIM is calculated locally comparing the fixed and moving images after deformation, with a 21x21 sliding Gaussian window and a standard deviation of 1 pixel..

Results

Synthetic datasmall sub-pixel deformations

As already mentioned, this sample is challenging due to a sub-pixel heterogeneous deformation.

The proposed IR approach was capable to reproduce the simulated deformation successfully for all variants. Moreover, it captured well even the highest deformation gradients. This type of data provides a robust way to assess quality of the approach. Analogous to DIC, the setup might change the resulting displacement field and thus the strain field. In the case of DIC, the output field is influenced by the subset size r and strain window radius rε [START_REF] Blaber | Ncorr: Open-Source 2D Digital Image Correlation Matlab Software[END_REF]. The trade-off between setups is well illustrated for Ncorr in Table 1 where a higher smoothing (ROI radius r=30 and rε =20) is needed to obtain an acceptable SD which, however, results in a higher average response. The same applies for IR as a considerable bias is presented with decreasing local error see Fig. 3.

Fig. 3

Consequently, a compromise between the mean response accuracy and the introduced variation is needed. Therefore, three different B-spline control points spacings (15, 30 and 60 pixels) were tested to indicate the necessary user interface to obtain the most suitable field. Table 1 summarizes the error in the resulting horizontal displacements and strains for both the approachesthe proposed IR and the DIC algorithms published in [START_REF] Blaber | Ncorr: Open-Source 2D Digital Image Correlation Matlab Software[END_REF][START_REF] Reu | DIC Challenge: Developing Images and Guidelines for Evaluating Accuracy and Resolution of 2D Analyses[END_REF]. While the standard deviations in Table 1 suggest a better performance with a higher spacing of IR, it is unfortunately accompanied by a higher bias from the prescribed deformation.

Table 1 Nevertheless, even the middle spacing showed results comparable to the DIC algorithms and was therefore used for evaluation with different setups L3 and L5 (according to [START_REF] Reu | DIC Challenge: Developing Images and Guidelines for Evaluating Accuracy and Resolution of 2D Analyses[END_REF]) while L1 setup showed the best response with the spacing of 60 showing a low bias in the mean response. Fig. 4 shows the obtained results for all the three configurations of synthetic data analysed by the IR approach. Here, the mean displacement response (average of vertical points at each horizontal level) was well captured and the same applies for the calculated strains. 

Uniaxial tensionlarge deformations with artificial speckle pattern

The porcine specimen was tested till rupture. Every 10 th image only was used for the analysis by both DIC and IR. The setup of DIC was adjusted multiple times until a trade-off between distribution of the displacement and strain fields was found. The subset radius had only a small impact on the resulting displacement distribution with maximum MAPE ~ 1 % (r = 10 vs r = 30).

Similar results were obtained also with different strain window radius for smoothing, with maximum MAPE ~ 3 % between DIC strain fields with rε = 5 and 10. The final analysis was performed with the subset radius of 10 pixels, the strain window radius of 5 pixels and step size of 4 pixels. Moreover, large strain analysis with an automatic seed propagation was needed. Once the acceptable field characteristics were obtained, they were directly compared with the IR approach with the control point spacing of 60 pixels. Note, that only small changes were obtained with different spacings. A comparison of displacement and strain fields is shown in Fig. 5.

Fig. 5

The distribution of displacements is almost the same which is also confirmed by MAPE of 2-3 % in pixel-to-pixel comparison. The MAPE increases a bit when comparing the strain field. These results are expectable because smoothing is introduced for the local DIC. Nevertheless, the difference between the IR and DIC results is around 4 % only and the strain concentrations and strain distributions are very similar. The structural similarity was very high for all the analysed stages with SSIM values ~ 0.98 indicating a comparable capturing of the deformation field and thus confirming high accuracy of the performed IR analysis.

Skin indentation test with natural texture

Images obtained from the indentation test were firstly modified by cutting off the indenter and the background to improve the contrast and then filtered to highlight the natural structure needed for the analysis. As it was impossible to prepare a suitable speckle pattern for DIC, it was hardly feasible to obtain any results using Ncorr and DIC. Therefore, the performed analyses showed very high correlation coefficients within the ROI, possibly influencing the results. Moreover, some areas were automatically omitted because the correlation coefficient exceeded a cut-off value of the program. Analogous to the uniaxial sample, the displacement field was almost independent on the chosen subset region radius: maximum MAPE was around 5 % (values varied throughout loading stages) when comparing radiuses of 15, 30 and 45 for DIC. However, the impact of different smoothing radius rε on the evaluated strain fields was huge. When a fixed subset radius of 30 was used, the MAPE between rε = 5 and 10 was 80 -170 % for horizontal strain, 50 -100 % for vertical strain and 80 -130 % for shear strain. Therefore, it was not possible to obtain a reasonable strain distribution within the skin sample. Consequently, no reliable reference DIC distribution could be used for comparison of IR strain fields and only displacement fields in horizontal and vertical directions were compared (with DIC subset radius of 30, step size 4 pixels).

Spacing between B-spline control points of the IR approach was set to 128 pixels in the horizontal and 64 in the vertical direction. It is important to note, that no straightforward rule could be applied with such a complex sample requiring a proper inspection of the obtained results. A comparison between the resulting full-field displacements is shown in Fig. 6. Except for initial loading stages MAPE was found around 5 % in the horizontal direction and 2 % in the vertical direction (i.e., direction of indentation), showing thus a good agreement with DIC.

Fig. 6 It was important to check also the SSIM as an additional metric for the IR and DIC comparison.

Here, the values are around 0.91, which is smaller than for the uniaxial sample but still very high.

Moreover, IR managed to keep the same quality even in the areas where DIC was not capable to find any results. Summaries of both MAPE and SSIM metrics are shown in Fig. 7. In the case of SSIM plotted on the whole skin sample, high values can be seen within the region evaluated by the DIC analysis. Nevertheless, some areas show lower values due to presence of a high noise and decrease thus the overall average value. These parts should be treated carefully. based on the open-source tool Elastix [START_REF] Klein | Elastix: a toolbox for intensity-based medical image registration[END_REF], and increases thus its potential exploitation.

A wide application of IR in computer vision, mainly for aligning clinical images of multiple modalities, inspired also the in vivo strain analyses between two loading stages [START_REF] Nederveen | MRI strain imaging of the carotid artery: Present limitations and future challenges[END_REF][START_REF] Reiter | Noninvasive high resolution mechanical strain maps of the spine intervertebral disc using nonrigid registration of magnetic resonance images[END_REF][START_REF] Miller | Mechanical properties of brain tissue invivo: Experiment and computer simulation[END_REF]. As it is impossible to prepare a suitable speckle pattern needed for DIC, a full field strain evaluation depends on a natural pattern only. The results of this study showed that IR is a suitable method in mechanical experiments to obtain rigorous full-field measurements not only within the range of small deformations, but also for large deformations and, the most importantly, with a natural pattern of a biological tissue. High accuracy was obtained for synthetic data but also in real applications found in the field of biomechanics. Fig. 4 and Table 1 show that the specific setup of both IR and DIC can highly influence the resulting fields. However, this is inevitable because some noise and the resulting errors cannot be avoided but only minimized. A recently published study [START_REF] Yang | Fast Adaptive Mesh Augmented Lagrangian Digital Image Correlation[END_REF] compared different DIC approaches including local and global ones but also a newly proposed augmented Lagrangian DIC method which includes mesh adaptability.

The authors performed also an analysis of a synthetic sample 14 from [START_REF] Reu | DIC Challenge: Developing Images and Guidelines for Evaluating Accuracy and Resolution of 2D Analyses[END_REF] (used also in this study)

and showed a very high error and bias for all the approaches. Our results indicate a very good alignment with the simulated data and extend the results of [START_REF] Zhu | Computer vision approach to study deformation of materials[END_REF] where the authors used Demons registration for synthetic and experimental data for uniaxial tension tests of steel, though with significant differences from the expected results at strains above 0.05. Comparison of experimental data with unknown deformation fields was done here by using DIC as a reference, although we hoped to show advantages of the proposed IR approach compared to the DIC. As there are considerable differences even among DIC analyses themselves with various parameter settings, some error was expected when validating the IR approach. Nevertheless, DIC is a well-established method and still provides proper information at some parts of the skin sample introduced here and helped us to verify the approach in combination with two metrics of registration quality.

This particular example showed the advantage of our alternative approach for full-field investigations because the missing information when using DIC might be problematic for a subsequent investigation of the tissue constitutive parameters done, for instance, using inverse analysis or virtual fields methods [START_REF] Grédiac | The Virtual Fields Method for Extracting Constitutive Parameters From Full-Field Measurements: a Review[END_REF][START_REF] Avril | Overview of identification methods of mechanical parameters based on full-field measurements[END_REF]. The problem of lost points in DIC could be addressed by a variety of related methods, which are between two extremes proposed here, i.e. the basic DIC technique (no overlap between subsets, rigid displacements in each subset) and the fully global IR technique. In between, it is possible to fit the displacements and their gradients across larger subsets as done in the IR method over large overlapping subsets [START_REF] Hild | Mesure de facteurs d'intensité des contraintes avec une caméra : Corrélation d'images numériques intégrée (CINI)[END_REF][START_REF] Ma | Mesh-based digital image correlation method using higher order isoparametric elements[END_REF][START_REF] Wittevrongel | Cn-continuity in digital image correlation: Implementation and validation of C-1, C0 and C1 algorithms[END_REF]. Nevertheless, also other soft tissues showing a natural pattern may be easily analysed using the proposed IR approach [START_REF] Bel-Brunon | Numerical identification method for the non-linear viscoelastic compressible behavior of soft tissue using uniaxial tensile tests and image registration -Application to rat lung parenchyma[END_REF][START_REF] Birzle | A coupled approach for identification of nonlinear and compressible material models for soft tissue based on different experimental setups -Exemplified and detailed for lung parenchyma[END_REF][START_REF] Birzle | Experimental characterization and model identification of the nonlinear compressible material behavior of lung parenchyma[END_REF].

However, an additional check of the registration quality is recommended using another metric such as SSIM used here, otherwise some unreliable deformation can be found. The potential of full-field methods is especially important for diseased soft tissues such as atherosclerotic arteries, the heterogeneity of which disables creation of a regular specimen shape [START_REF] Teng | Material properties of components in human carotid atherosclerotic plaques: A uniaxial extension study[END_REF][START_REF] Mulvihill | Mechanical, biological and structural characterization of in vitro ruptured human carotid plaque tissue[END_REF][START_REF] Cunnane | Mechanical properties and composition of carotid and femoral atherosclerotic plaques: A comparative study[END_REF][START_REF] Barrett | On the effect of calcification volume and configuration on the mechanical behaviour of carotid plaque tissue[END_REF]. In addition to material non-homogeneity, a high variation may result from non-uniform specimen thickness violating the needed assumptions of the test [START_REF] Lisický | Constitutive models and failure properties of fibrous tissues of carotid artery atheroma based on their uniaxial testing[END_REF]; also these errors can be decreased by using the proposed IR approach.

Limitations

The parameters used in the current work might not be suitable generally for any possible cases as indicated e.g., by the different spacing between B-spline control points. However, the used registration tool Elastix enables an easy configuration of parameters for a wide field of applications.

Although an incremental approach was used in this study, updating the undeformed image in every iteration, it might be sometimes useful to have one reference image only. In that case, a different hierarchical strategy (multi-resolution) might be preferred. Moreover, if the error is cumulated through a number of images, it might result in high differences as shown in [START_REF] Zhu | Computer vision approach to study deformation of materials[END_REF]. Nevertheless, the proposed approach showed a decreasing trend in the differences against the DIC and thus no cumulative effect was suspected.

As we were introducing a proof of concept of the IR methodology, the computational efficiency was out of scope of our study, although it may play an important role. However, it is worth to mention that the performance was better for the Ncorr compared to the Simple-Elastix, although a direct use of Elastix in C++ would probably perform much faster. Another limitation of the proposed approach might be related to discontinuities that are well covered for DIC techniques [START_REF] Hassan | Deformation measurement in the presence of discontinuities with digital image correlation: A review[END_REF]. Nevertheless, discontinuities might also occur during a patient screening where the movement of organs leads to local discontinuities and thus they should inspire further research in the field of image registration. This problem was recently investigated by using deep learning [START_REF] Chen | A Deep Discontinuity-Preserving Image Registration Network[END_REF] to obtain better spatial transformation of two image sets without the need for globally smooth and continuous transformation fields. Although incorporation of machine learning is very interesting, the complexity could limit the spread among more users. A more effective way was proposed in [START_REF] Hua | Multiresolution eXtended Free-Form Deformations (XFFD) for non-rigid registration with discontinuous transforms[END_REF] who introduced a multi-resolution eXtended Free-Form Deformation inspired by the eXtended finite element method framework used often to analyze discontinuities in DIC-based approaches.

The authors used the same non-rigid B-spline image registration adapted through the Elastix as in our study, though they enriched the B-spline essential functions with some extra degrees of freedom near the discontinuity interface. Therefore, they could track the deformation of medical images with discontinuities. The adaptation of this extension can be an exciting motivation for further research when applied to the problems related to the experimental mechanics.

Conclusion

In this study, we showed that Image Registration can be beneficial for strain measurements in soft biological tissues. We verified the methodology with a challenging benchmark based on simulated data and made proofs of concept on an arterial sample in uniaxial tension and on skin under indentation. Image Registration does not require the creation of an appropriate speckle pattern whereas digital image correlation may fail due to difficulties with the natural pattern. Possible extension of the evaluated region for IR compared to DIC can also be interesting for subsequent identification of constitutive parameters especially for specimens with heterogeneous strain fields where complete full-field measurements are required, even close to the edges. The proposed IR analysis can be applied on a spectrum of biological tissues in the future and even on previous experiments where the recorded images were not useable for standard DIC. Nevertheless, strain fields cannot be transformed directly into stress fields without solving an inverse problem to identify constitutive properties of the non-homogeneous tissue.

Fig. 8: A flowchart of IR approach used to map a full-field deformation from experimental measurements. F=0 indicates initial undeformed state, u full is a matrix containing the calculated displacements, X is an undeformed state and x is deformed state of the image T is the transformation and u is the displacement field.

Fig. 9: Three samples used in the study. A is reused from [START_REF] Reu | DIC Challenge: Developing Images and Guidelines for Evaluating Accuracy and Resolution of 2D Analyses[END_REF] where artificial heterogeneous displacement field was applied. B is an aorta sample in uniaxial tension and C is a skin sample under indentation test. 
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 10 Fig. 10: Horizontal displacement and strain of synthetic data Sample 14, L3 from DIC Challenge. An influence of different sizing of control points is shown for (A-B) -15, (C-D) -30 and (E-F) -60. A trade-off between SD and bias to simulated data is required. The absolute bias between the synthetic results and those actually obtained with IR is shown in blue.

Fig. 11 :

 11 Fig. 11: Displacement (left column) and strain (right column) distribution along horizontal direction from the synthetic data of sample 14 with different setups: (A-B) -L1, (C-D) -L3 and (E-F) -L5. The absolute bias between the synthetic results and those actually obtained with IR is shown in blue.

Fig. 12 :

 12 Fig.12: Comparison of displacement and strain fields obtained using DIC and IR approaches for uniaxial tension in the middle of a loading cycle.

Fig. 13 :

 13 Fig.13: Comparison between vertical and horizontal displacement fields. DIC (top row) shows a lot of missing data due to a poor correlation coefficient while it was possible to analyse the whole sample with the IR approach (bottom row). To enable straight comparison, the colour bar scale is fixed based on DIC results. Therefore, the maximal vertical displacements in the left bottom figure are beyond the scale of DIC and depicted uniquely in purple.

Fig. 14 :

 14 Fig. 14: Comparison between DIC and IR by means of MAPE (left) and SSIM (right) metrics for the porcine (uniaxial test, in blue) and skin (indentation test, in orange) sample. In the left figure, the solid and dotted lines are related to MAPE for displacements and strains, respectively. Examples of SSIM distribution are shown for both samples indicating noisy response. Some parts, mainly on the edge of the skin sample, show lower values and hence should be treated carefully.
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