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Abstract Because measuring the frequency dependence of elastic properties in the laboratory
is a technical challenge, not enough experimental data exist to test the existing theories. We report
measurements of three fluid-saturated sandstones over a broad frequency band: Wilkenson, Berea, and
Bentheim sandstones. Those sandstones samples, chosen for their variable porosities and mineral content,
are saturated by fluids of varying viscosities. The samples elastic response (Young’s modulus and Poisson’s
ratio) and hydraulic response (fluid flow out of the sample) are measured as a function of frequency.
Large dispersion and attenuation phenomena are observed over the investigated frequency range. For all
samples, the variation at lowest frequency relates to a large fluid flow directly measured out of the rock
samples. These are the cause (i.e., fluid flow) and consequence (i.e., dispersion/attenuation) of the transition
between drained and undrained regimes. Consistently, the characteristic frequency correlates with
permeability for each sandstone. Beyond this frequency, a second variation is observed for all samples,
but the rocks behave differently. For Berea sandstone, an onset of dispersion/attenuation is expected from
both Young’s modulus and Poisson’s ratio at highest frequency. For Bentheim and Wilkenson sandstones,
however, only Young’s modulus shows dispersion/attenuation phenomena. For Wilkenson sandstone, the
viscoelastic-like dispersion/attenuation response is interpreted as squirt flow. For Bentheim sandstone,
the second effect does not fully follow such response, which could be due to a lower accuracy in the
measured attenuation or to the occurence of another physical effect in this rock sample.

Plain Language Summary Field seismic is a powerful tool to investigate materials placed in
locations where the eye cannot reach. From the measured elastic properties, one infers the rocks and
saturating fluids at depths. This tool, however, relies on the understanding of the waves propagation
through a given rock, in which knowledge is usually acquired from measurements in the laboratory. When
comparing laboratory to field measurements, one major factor is the frequency of the wave traveling
through the medium: at the megahertz in the laboratory, and below the kilohertz at the field scale. Our work
aims at investigating experimentally the frequency dependence of the elastic properties in fluid-saturated
sandstones. We show that, if the pore fluid pressure is large, the dispersion/attenuation effects over the
frequency range can be very large: large differences in elastic properties are expected if the same rock
is measured in the lab or on the field. Separating the different physical effects, we show that two main
phenomena occur in fluid-saturated sandstones.

1. Introduction

When interpreting seismic data obtained at the field scale, accounting for the frequency dependence of the
elastic wave velocities is a major challenge. Indeed, porous crustal rocks are known to be dispersive media.
Their elastic properties are frequency dependent. In the upper crust, elastic dispersion and attenuation in
fluid-saturated sedimentary rocks are expected to originate from fluid flow at different scales (Biot, 1941;
Cleary, 1978; Mavko et al., 1979; Müller et al., 2010; O’Connell & Budiansky, 1977). As detailed in Müller et al.
(2010), various theories have been developed to describe those different mechanisms. In partially saturated
rocks, several mechanisms are expected to occur (e.g., Amalokwu et al., 2017; Chapman et al., 2016; Müller
et al., 2010; Papageorgiou et al., 2016; Tisato et al., 2015). In fully saturated homogeneous rocks, only two
mechanisms (Cleary, 1978; Gardner, 1962; Mavko et al., 1979; O’Connell & Budiansky, 1977) are expected
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to occur over the allowed frequency range (e.g., Adelinet et al., 2010; Fortin et al., 2014; Sarout, 2012): the
drained/undrained and undrained/unrelaxed (or “squirt flow”) transitions, which separate the three distinct
drained, undrained, and unrelaxed elastic regimes. Yet such conclusion relies on a very limited amount of data
acquired on very few rock types.

Despite the technical complexity of measuring such effects in the laboratory, different teams aimed at
investigating the frequency dependence of elastic properties in rocks using different methodologies (see
Subramaniyan et al., 2014, and references therein). Under the lead of Spencer (1981), Jackson and Paterson
(1987), and Batzle et al. (2001), the forced oscillation method, allowing measurements over a wide frequency
range and under varying confining pressure, was shown promising and faced important technical advances
over the last decade (e.g., Adelinet et al., 2010; Fortin et al., 2014; Madonna & Tisato, 2013; Mikhaltsevitch et al.,
2014; Pimienta, Fortin, Borgomano, et al., 2016; Spencer & Shine, 2016; Szewczyk et al., 2016; Tisato & Madonna,
2012). The aim of most teams was in particular to investigate the squirt flow phenomenon (O’Connell &
Budiansky, 1977; Mavko et al., 1979), responsible for inducing a transition from the undrained to the unrelaxed
regime. For this purpose, most teams applied experimental undrained condition on the rock sample in order
to investigate effects beyond the undrained regime. Several authors (e.g., Mikhaltsevitch et al., 2014, 2015,
2016b; Pimienta, Fortin, & Guéguen, 2015b, 2016; Pimienta, Fortin, Borgomano, et al., 2016; Spencer & Shine,
2016; Subramaniyan et al., 2015) interpreted the measured dispersion and attenuation in terms of squirt flow.
Consistent with squirt flow theory, the observed dispersion/attenuation effect depends both on frequency
and fluid viscosity.

Several experimental artifacts need, however, to be accounted for (e.g., Dunn, 1987; Gardner, 1962; Pimienta,
Borgomano, et al., 2016). In the experimental methodology usually chosen (e.g., Batzle et al., 2006; Madonna
& Tisato, 2013; Mikhaltsevitch et al., 2014; Tisato & Madonna, 2012), a valve is placed at the nearest of the
rock sample to obtain experimental undrained conditions. However, a pure nil dead volume can seldom
be achieved experimentally. As discussed by Pimienta, Borgomano, et al. (2016), the existence of a small
but nonzero dead volume implies that the sample will not be purely undrained. In that case, the measured
effect could be the Biot-Gardner effect (i.e., drained/undrained transition). This observation has long-reaching
consequences when interpreting laboratory data on dispersion and attenuation in fluid-saturated rocks. To
counter this limit, a new methodology has been designed at ENS (Pimienta, Fortin, & Guéguen, 2015a) in which
a large dead volume is maintained at both ends of the sample. Using this approach, the drained/undrained
transition has been evidenced (Pimienta, Fortin, & Guéguen, 2015a, 2015b). When a second frequency effect
is measured at higher frequencies, with no fluid flow out of the sample, it can be safely interpreted as the
undrained/unrelaxed transition (Pimienta, Fortin, & Guéguen, 2015b, 2016).

Those two transitions were documented only in two quartz-pure Fontainebleau sandstones of low porosity
(e.g., Pimienta, Fortin, Borgomano, et al., 2016). As sandstones found in the nature are seldom clean (i.e., quartz
pure) and can cover a broad range in porosity, this work reports measurement of dispersion and attenua-
tion in three sandstone samples ranging in porosity and mineral content. First, the experimental method and
the samples mineralogy and microstructure are described. Then, the frequency-dependent properties are
reported for different effective confining pressures. Ultimately, comparing this data set with previous ones,
interpretations are suggested and discussed.

2. Experimental Setup and Rock Samples
2.1. Experimental Setup
The experimental setup used for the study is an oil confining cell equipped of a maneuverable axial piston,
allowing to apply pure confining pressures up to Pc =300 MPa and deviatoric stress up to 𝜎ax =1, 000 MPa
(Fortin et al., 2007). Two setups can be used: (i) Bulk modulus and its intrinsic dissipation are measured from
pure hydrostatic oscillations by lifting the piston (e.g., Adelinet et al., 2010; Borgomano et al., 2017; David
et al., 2013; Pimienta, Fortin, & Guéguen, 2015a); (2) Young’s modulus and Poisson’s ratio (and their intrinsic
dissipations) are measured from axial stress oscillations by shifting down the piston (Borgomano et al., 2017;
Pimienta, Fortin, & Guéguen, 2015b, 2016; Riviere et al., 2016). The piston is equipped with a piezoelectric
actuator PI piezoceramics able to apply small axial stress oscillations at frequencies from 1 mHz up to 100 Hz.
All rock samples are equipped with three couples of radial and axial strain gages. The gages are glued on the
cylindrical surface, at the sample center. For this study, the confining pressure range chosen did not exceed
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Figure 1. Scanning electron microscopy (SEM) images of thin sections of the (a) Bentheim sandstone, (b) Berea sandstone, and (c) Wilkenson sandstone. From
the different gray levels, the denser materials are brighter as compared to the less dense ones. Quartz crystals dominantly appear as bright grains. For Berea and
Bentheim sandstones, open grain contacts are observed. For Wilkenson sandstone, microcracked grains are also observed.

Pc = 32 MPa that is the blocking pressure for the actuator. Axial stress was kept to a minimum in order to
avoid an effect of pressure-induced anisotropy on the measurements (Pimienta, Fortin, & Guéguen, 2015b).
In the present contribution, Young’s modulus E and Poisson’s ratio 𝜈 as well as their related dissipation coeffi-
cients are investigated. E and 𝜈 are obtained from linear regression between axial stress and axial strain and
between radial strain and axial strain, respectively. Their related dissipations, Q−1

E and Q−1
𝜈

, are obtained from
the tangent of the signal phase of those two end-members (e.g., Pimienta, Fortin, & Guéguen, 2016).

The pore fluid setup and procedure have been described in Pimienta, Fortin, and Guéguen (2015a). The fluid
tubing is linked to a Quizix pump, able to deliver pressures in the range of [0;10] MPa. The fluid line can be
either opened (i.e., drained conditions) or closed (i.e., experimentally undrained conditions) thanks to two
valves situated at both sides of the sample. The total dead volume, at both ends of the sample, has been
measured to be 6.6 mL. A pore pressure sensor is introduced in this dead volume. When changing confining
pressures, the valves are opened to maintain a constant pore fluid pressure, and the sample is drained. When
the measurement begins, the valves are closed and pore pressure variations are measured.

All samples are measured under both dry and liquid-saturated conditions. However, the liquid chosen differs
for the rock samples: (i) Bentheim sandstone is measured under glycerine saturation, (ii) Wilkenson sandstone
is measured under water saturation, and (iii) Berea sandstone is measured under saturation of glycerine and a
water-glycerine mixture. To ascertain the repeatability of the measurements under water-glycerine saturation
and investigate boundary effects, the sample is measured twice, that is, it is water saturated and dried after
the first measurement then saturated again by the water-glycerine mixture. For the second measurement,
the sample is equipped differently. Two strain gages are glued at the sample center, and two strain gages are
glued near the bottom end platen to investigate boundary effects. More information is given in the section 5.

2.2. Rock Samples
The three sandstones investigated are Wilkenson, Bentheim, and Berea sandstones. Wilkenson sandstone is
a low porosity (about 9% porosity) sandstone, with a quartz content of about 50% (Duda & Renner, 2013).
Berea sandstone is a reference in the rock mechanics and rock (e.g., Christensen & Wang, 1985; Hart & Wang,
2010; Mavko & Vanorio, 2010; Pagoulatos & Sondergeld, 2004; Pimienta, Borgomano, et al., 2016; Prasad &
Manghnani, 1997; Sayers et al., 1990; Spencer & Shine, 2016; Tao et al., 1995). Samples from this rock have
porosities ranging from 17% to 23% and a quartz content ranging from 75% to 95% (Pimienta et al., 2014).
Bentheim sandstone is a quartz-rich sandstone also used as a reference rock (e.g., Blöcher et al., 2014; Louis
et al., 2005; Klein et al., 2001; Pimienta et al., 2017; Vajdova et al., 2004), with a porosity is in the range of 20%
up to 25%. All three rock samples are documented to be isotropic and homogeneous at the sample scale, thus
allowing for a good applicability of the method tested in this contribution.

As qualitatively shown from the SEM images (Figure 1), the selected samples cover a large porosity range (i.e.,
from about 10% up to 25%) and a wide range in mineral content (i.e., from about 50% up to 98% in quartz).
Figure 2 shows the variability from one sample to the other: (i) Bentheim sandstone is almost quartz pure,
showing only traces of feldspars; (ii) Berea sandstone shows presence of feldspars, present as inclusions
in a quartz-dominated rock matrix; and (iii) Wilkenson sandstone shows a large quantity of feldspars and
aluminosilicate minerals. From processing the various images acquired using ImageJ free software allows
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Figure 2. Energy dispersion spectrometry (EDS-SEM) image on the same thin sections as in Figure (1), showing the different atoms and their localization in the
thin section of the rock sample.

to infer the approximate mineral content (Table 1). From the thin section, Wilkenson, Berea, and Bentheim
sandstone samples have, respectively, (i) a quartz content of about 51%, 82%, and 98% and (ii) a porosity of
about 10%, 22%, and 25%. A good consistency is obtained with literature data and with the three weighting
method, leading to porosities of 9.1%, 19.2%, and 24.8%, respectively.

3. Results
3.1. Physical Properties of the Sandstones
3.1.1. Permeability and Elastic Properties
For the three rock samples, permeability is measured as a function of Terzaghi effective pressure (Peff). More-
over, the variation in volumetric strain of the sample is also recorded for characterization purposes. For
comparison, we also report the permeability and volumetric strain on the two Fontainebleau sandstones
investigated in Pimienta, Fortin, and Guéguen (2015b). The dependence of these two properties on Peff is
reported in Figure 3.

The samples permeability (Figure 3a) range over 5 orders of magnitude, from about 10−18 m2 for Wilkenson
sandstone up to 2×10−13 m2 for Bentheim sandstone and exhibit varying dependences to confining pressure.
The less permeable Wilkenson sandstone has a permeability that decreases from about 5×10−18 m2 down to
1 × 10−18 m2 as Peff increases from 1 to 30 MPa. The permeabilities of Berea sandstone (i.e., 2 × 10−14 m2) and
Bentheim (i.e., 5 × 10−13 m2) sandstones are constant with pressure. The two Fontainebleau sandstones from
Pimienta, Fortin, and Guéguen (2015b) appear to be in between these two extremes, with permeabilities of
about 5 × 10−15 m2 and 1 × 10−14 m2, and with a slight dependence on Peff.

Table 1
Grain Size, Porosity, and Content in Elements From the SEM-EDS Images

Sandstone Grain size (μm) 𝜙 (%) Quartz (%) Al (%) Ca (%) Fe (%) K (%) Mg (%) Na (%)

Bentheim 150 25.09 97.87 2.88 0.02 0.05 1.13 0.07 0.17

Berea 100 21.69 81.71 9.35 0.27 0.54 6.18 2.88 1.81

Wilkenson 400 10.08 51.09 19.51 0.94 3.54 12.01 2.22 11.47

Note. Average grain size is qualitatively deduced from the image. Porosity and elements content are qualitatively
obtained using ImageJ processing software, by applying thresholds on the different mineralogy images. From the
content in silicium, assuming that no amorphous silica are present, the quartz (i.e., Si02) content is directly inferred.
Combining contents in aluminum (Al) and potassium (K) or sodium (Na) elements, content in feldspars minerals can
be inferred.
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Figure 3. Measured physical properties of the sandstones investigated: (a) Permeability of the water-saturated rocks as a
function of confining pressure. (b) Volumetric strain of the dry samples from the static ramps of confining pressure. The
measurement from Pimienta, Fortin, and Guéguen (2015b) on a 7% and 8% porosity Fontainebleau sandstone samples
is reported for comparison.

Comparing the volumetric strain variations (Figure 3b), all samples exhibit a transition from nonlinear vari-
ations at low Peff up to linear variations at higher Peff. However, the characteristic pressure for the change
of slope and the magnitude of variations differ from one rock to the other. Bentheim, Berea, and Wilkenson
sandstones have very similar magnitudes of variations over the pressure range. Those variations have larger
magnitudes than the ones of the Fontainebleau samples. It directly implies smaller stiffnesses (i.e., elastic
moduli) than those of the Fontainebleau samples. In case of Wilkenson sandstone, as highlighted by the slope
at higher pressures, the static bulk modulus reaches 30 GPa at Peff = 30 MPa.
3.1.2. Elastic Dispersion at 1 MPa Effective Pressure
Owing to the range in permeability observed for the different sandstone samples, a specific fluid is chosen
to saturate each of the rock samples. The reason is that the critical frequency for the drained/undrained tran-
sition (i.e., Biot-Gardner flow) varies as 𝜅∕𝜂 (e.g., Cleary, 1978). To account for the viscosity effect (e.g., Batzle
et al., 2006; Spencer & Shine, 2016), we define an apparent frequency f ∗ = f (𝜂∕𝜂0), with 𝜂0 = 10−3 Pa s
(e.g., Pimienta, Fortin, & Guéguen, 2015a). The properties of the high permeability Bentheim sandstone are
investigated under glycerine saturation (i.e., high viscosity fluid). The properties of the lower permeability
Berea sandstone are investigated under saturation of both glycerine and a water-glycerine mixture. The prop-
erties of the low permeability Wilkenson sandstone are investigated under water saturation (i.e., low viscosity)
only. The samples properties are reported as a function of apparent frequency at lowest Terzaghi effective
pressure of Peff = 1 MPa (Figure 4). The elastic properties measured are (i) Young’s modulus E, (ii) Poisson’s
ratio 𝜈, (iii) Young’s modulus dissipation Q−1

E , and (iv) Poisson’s ratio dissipation Q−1
𝜈

. The hydraulic property,
addressed here as “fluid flow parameter,” refers to the frequency-dependent pseudo-consolidation parameter
(e.g., Pimienta, Fortin, Borgomano, et al., 2016), an in situ proxy of fluid flow out of the sample.

For all sandstone samples, both Young’s modulus and Poisson’s ratio show an increase with increasing appar-
ent frequency. Yet different trends are observed for Young’s modulus and Poisson’s ratio. Young’s modulus
of Wilkenson sandstone slightly increases but remains in the range of [16,18] GPa for frequencies below
f ∗ = 10 Hz (Figure 4b). Beyond this frequency, a steep increase is observed, up to about E=27 GPa at 100 Hz.
In case of Berea sandstone, a slow increase from E=20 GPa to E=30 GPa is observed over the frequency range
of measurement (i.e., f ∗=[1; 3.104] Hz). For this rock, measurements under glycerine saturation are slightly
shifted up as compared to the water-glycerine saturation. Young’s modulus of Bentheim sandstone shows the
largest increase, from E=31 GPa up to E=52 GPa. Similar to Wilkenson sandstone, a slow increase is observed
at frequencies below f ∗ =2 − 5 kHz. Beyond this frequency, a steep increase is observed.

For all rocks, Poisson’s ratio increases with the measuring frequency (Figure 4b). The largest variation is
observed for Wilkenson sandstone, that is, from 𝜈 = 0.24 up to 𝜈 = 0.37 as frequency increases. Beyond
f ∗=10 Hz, a plateau is reached and Poisson’s ratio remains constant. Berea sandstone Poisson’s ratio also shows
a large increase, from 𝜈=0.25 up to 𝜈=0.34, at frequencies below f ∗ =1 kHz. The values remain relatively con-
stant in the range of f ∗= [1; 10] kHz and then decrease slightly beyond f ∗=20 kHz. For Bentheim sandstone,
an increase up to 𝜈=0.35 is observed at f ∗ =10 kHz. Beyond this frequency, 𝜈 remains constant.

Overall, the variations in E and 𝜈 correlate with the measured dissipations (Figures 4c and 4d). The Q−1
𝜈

peaks
are consistent with the monotonous variations in 𝜈. For Wilkenson and Bentheim sandstones, large increases
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Figure 4. Measured (a) Young’s modulus, (b) Poisson’s ratio, (c-d) their related dissipations, and (e) the fluid-flow
parameter as a function of apparent frequency in the fluid-saturated samples for an effective pressure of Peff = 1 MPa.
The samples studied are a water-saturated Wilkenson sandstone, a glycerine-saturated Bentheim sandstone, and a Berea
sandstone under either glycerine or water-glycerine saturation. The Poisson’s ratio of the Berea sandstone is measured
twice under water-glycerine saturation. The in situ liquid viscosity (𝜂) used to determine the apparent frequency (f∗) is
obtained from the measured hydraulic diffusivity for the different samples.

in E and 𝜈 correlate with large peaks in Q−1
E and Q−1

𝜈
. Consistently also, the almost linear increase in Berea

sandstone Young’s modulus correlates to a constant Q−1
E ∼ 0.05 over the frequency range. From the sample

hydraulic response, a large frequency-dependent decrease in fluid flow is observed for all samples (Figure 4e).
This indicates that, for f ∗ beyond 10 Hz, 100 Hz, and 1 kHz, respectively, the Wilkenson, Berea, and Bentheim
sandstones are undrained.

3.2. Role of Effective Confining Pressure
Different frequency dependences of Young’s modulus and Poisson’s ratio are observed for the different sand-
stones. For Bentheim and Wilkenson sandstones, E and Q−1

E data are consistent with two distinct transitions in
frequency. But this is not the case for 𝜈 and Q−1

𝜈
for which only one transition seems to exist. Moreover, large

variations in E and 𝜈 are observed over the frequency range. In the following, the pressure effect on these
transitions is examined for the two rocks.
3.2.1. Bentheim Sandstone
Elastic and hydraulic properties of the Bentheim sandstone sample under glycerine saturation are measured
as a function of frequency for different effective pressures in the range of Peff = [1; 10] MPa (Figure 5). For all
values of Peff, an increase in E (Figure 5a) and 𝜈 (Figure 5b) is observed with increasing frequency. This increase
in elastic properties correlates to Q−1

E (Figure 5c) and Q−1
𝜈

(Figure 5d) peaks. Two peaks are observed on Q−1
E

at f1 = 3 Hz and f2 = 50 Hz and one for Q−1
𝜈

at f1 = 3 Hz. For all pressures, consistently with E, the first peak is
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Figure 5. Measured frequency dependence of all available properties on a glycerine-saturated Bentheim sandstone for
varying effective pressures in the range of [1;10] MPa. The properties measured are (a) Young’s modulus, (b) Poisson’s
ratio, (c) Young’s modulus associated dissipation (i.e., addressed as Young’s attenuation), (d) Poisson’s ratio associated
dissipation (i.e., addressed as Poisson’s attenuation), and (e) pseudo-consolidation parameter 𝛾∗, direct indication of
fluid flow out of the sample.

of much lower magnitude than the second, and the characteristic frequencies remain the same. By reporting
the characteristic frequencies for the two Q−1

E peaks in all graphs, one notes that the Q−1
𝜈

peak occurs at f1.

The fluid flow parameter (Figure 5e) shows a large frequency-dependent decrease, down to 0 beyond 10 Hz.
Consistently, this value of 10 Hz corresponds to the frequency at which a change of slope is observed on E,
and a plateau is reached for 𝜈. Interestingly, no effect of pressure on the fluid flow is observed. In terms of
pressure dependence, E and 𝜈 differ. Beyond 10 Hz, the dependence of E to effective pressure is very small. A
large dependence of 𝜈 to Peff is observed over the whole frequency range.
3.2.2. Wilkenson Sandstone
Wilkenson sandstone properties are measured as a function of frequency for pressures in the range of Peff =
[1; 20] MPa (Figure 6). For all Peff, two Q−1

E peaks and one Q−1
𝜈

peak are again observed, which correlates with
the variations in E and 𝜈. Similar to variations for the Bentheim sandstone, the first Q−1

E peak (at f1 = 0.2 Hz)
is much smaller than the second one (at f2 = 40 Hz). The Q−1

𝜈
peak occurs again at the frequency f1, and no

variation is observed at f2.

As for Bentheim sandstone, Peff affects differently the frequency dependence of E (Figure 6a) and 𝜈 (Figure 6b).
Consistently with the first Q−1

E peak, E is shifted to higher values as Peff increases, so that dispersion decreases,
yet the frequency dependence remains apparently unaffected by pressure. The second peak (i.e., at f2)
decreases down to half its initial value as Peff increases. Poisson’s ratio decreases with Peff, but the magnitude
of dispersion (Figure 6b) and attenuation (Figure 6d) remains constant. Consistently, the amount of fluid flow
decreases as Peff increases.
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Figure 6. Measured frequency dependence of all available properties on a water-saturated Wilkenson sandstone for
varying effective pressures in the range of [1;10] MPa. The properties measured are (a) Young’s modulus, (b) Poisson’s
ratio, (c) Young’s modulus associated dissipation (i.e., addressed as Young’s attenuation), (d) Poisson’s ratio associated
dissipation (i.e., addressed as Poisson’s attenuation), and (e) pseudo-consolidation parameter 𝛾∗, direct indication of
fluid flow out of the sample.

4. Interpretation : Dispersion/Attenuation in Sandstones Over the Frequency
Range

Different effects are observed in the three different sandstones. In the following, to better investigate those
variations, measurements are first compared to previous results on two Fontainebleau sandstones (Pimienta,
Fortin, & Guéguen, 2015b, 2016) to attain a larger overview of frequency effects in sandstones. While differ-
ent authors reported results on sandstones (e.g., Spencer & Shine, 2016), because the role of the measuring
method was shown to be of major importance (e.g., Pimienta, Borgomano, et al., 2016), only measurements
using the same apparatus and procedure are used in this part. A comparison between the different measure-
ments methods is then discussed.

4.1. Variability of Frequency Effects in Sandstones: Microstructural Control
4.1.1. Measured Frequency Effects in Five Sandstones
The frequency-dependent elastic properties of up to five sandstones samples can be compared over the fre-
quency range (Figure 7). Note that two different porosities are investigated: (i) the two Fontainebleau and the
Wilkenson sandstones have similar porosities in the range of 𝜙 = [7; 9]% and (ii) the Bentheim and Berea
sandstones have a similar porosity of 𝜙 = [20; 25]%. Overall, a large variability can be observed between
the five different sandstones. Very different characteristic frequencies are observed (Figure 7). Table 2 reviews
the samples properties as well as the observed frequency of the variations for the different sandstone sam-
ples. The variability between the characteristic frequencies observed does not directly correlate to the sample
porosity or mineral content.

PIMIENTA ET AL. ELASTIC DISPERSION AND ATTENUATION IN SANDSTONES 9957
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Figure 7. Comparison of the (a, b) Young’s modulus E and Q−1
E and (c, d) Poisson’s ratio 𝜈 and Q−1

𝜈
as a function of

apparent frequency for the five sandstone samples saturated by water (i.e., gray squares), glycerine (i.e., diamonds), and
a water-glycerine mixture (i.e., black squares). In addition to the three sandstones studied, the Fontainebleau sandstone
samples from Pimienta, Fortin, and Guéguen (2015b); Pimienta, Fortin, and Guéguen (2016) are reported for comparison.

In the available frequency range, two distinct fluid flow phenomena are expected to occur (e.g., Pimienta,
Fortin, Borgomano, et al., 2016): (i) Biot-Gardner flow (i.e., drained/undrained transition), separating the drained
and the undrained regimes, and (ii) squirt flow (i.e., undrained/unrelaxed transition), separating the undrained
and the unrelaxed regimes. Both Fontainebleau sandstone samples (Pimienta, Fortin, & Guéguen, 2015b,
2016) were shown to exhibit both the Biot-Gardner (i.e., drained/undrained) and squirt flow (i.e., undrained/
unrelaxed) transitions, leading to dispersion/attenuation on both Young’s modulus and Poisson’s ratio. But
although of similar porosity (i.e., about 7% and 8%), the two samples showed evidence of very different
behaviors. For the 7% porosity Fontainebleau sample, two large dispersion/attenuation effects were mea-
sured on both Young’s modulus and Poisson’s ratio. For the 8% porosity Fontainebleau sample, both critical
frequencies overlapped, leading to a single transition from the drained to the unrelaxed regime.

For the three sandstones examined in this work, a dispersion/attenuation effect is observed on both Young’s
modulus and Poisson’s ratio in the low-frequency range. At higher frequency, very different behaviors are
observed for the three rocks. From the slope change in E and 𝜈 at highest frequency, the beginning of a second
frequency-dependent dispersion/attenuation phenomena is observed for Berea sandstone. For Wilkenson

Table 2
Properties Measured for the Five Rock Samples at an Effective Pressure of Peff ∼ 1 MPa

Sample # Fo7 Fo8 WilkS BeS BhS

Porosity (𝜙) 7.2% 8.7% 9.1% 19.2% 24.8%

Quartz content 99.9% 99.9% 51.1% 81.7% 97.9%

Permeability (𝜅 in m2) 4 × 10−15 1 × 10−14 3 × 10−18 2 × 10−14 5 × 10−13

Drained bulk modulus (Kd) 7 GPa 25 GPa 7 GPa 5 GPa 5 GPa

Frequency (f∗
obs1

) 10 Hz 20 Hz 0.3 Hz 30–300 Hz 1 kHz

Frequency (f∗
obs2

) 1 kHz – 30 Hz 20–40 kHz 10 kHz

Note. Porosity and quartz content are from SEM-EDS images. Permeability and bulk modulus are
measured at Peff ∼ 1 MPa. Frequency is picked from the Q−1

E peaks. Results on the Fontainebleau
are from Pimienta, Fortin, and Guéguen (2015a); Pimienta, Fortin, and Guéguen (2016).
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Figure 8. Comparison plot of the predicted characteristic frequency for the (a) Biot-Gardner flow and (b) squirt flow
phenomena. The frequency is calculated from equations (1) and (2) using three different fluid viscosities (i.e., blue for
water, green for the water-glycerine mixture, and red for glycerine). For the two transitions, domains of realistic of
frequency values are drawn by using a range of realistic parameters (i.e., Kd = [5, 15] GPa, L = [40, 80] mm, and
Ks = [35, 40] GPa).

and Bentheim sandstones, a second frequency effect is clearly observed. For both rocks, only Young’s modulus
and its dissipation seem to be affected by the second effect.
4.1.2. Fluid Flow Theories: Apparent Frequency Versus Microstructure
According to Cleary (1978) and O’Connell and Budiansky (1977), the two transitions relate to a character-
istic frequency that depends on microstructural variables of the rock sample. The Biot-Gardner flow (i.e.,
drained/undrained transition) separates the drained regime (i.e., flow out of a volume) and the undrained
regime (i.e., fluid pressurization in the volume). As shown by Cleary (1978), this transition is proportional to
the rock hydraulic conductivity (i.e., 𝜅∕𝜂) and a fluid diffusion length L such that

f1 =
4𝜅Kd

𝜂L2
, (1)

where 𝜂 is the fluid viscosity and Kd and 𝜅 are, respectively, the drained bulk modulus and the permeability of
the investigated rock sample. In the experimental conditions, L is a length associated to the rock sample size
(e.g., Adelinet et al., 2011). L is expected to be between the sample length and half of it, that is, L ∈ [40; 80]mm.
At higher frequencies, fluid has no more time to equilibrate in the REV (representative elementary volume) so
that a third flow regime is present that is called “unrelaxed.” Since, in general, a porous rock contains inclusions
of different shapes (i.e., pores and microcracks), fluid can flow from a compliant microcrack to a neighboring
less compliant pore (O’Connell & Budiansky, 1977). This squirt flow phenomenon is associated with a critical
frequency that depends on the skeleton bulk modulus (i.e., Ks), on the microcrack aspect ratio 𝜉 and on the
fluid viscosity 𝜂 such that (O’Connell & Budiansky, 1977)

f2 =
𝜉3Ks

𝜂
. (2)

Using realistic parameters (i.e., Kd ∈ [5; 15] GPa, L ∈ [40; 80] mm, Ks ∈ [35, 40] GPa), range of values can be
predicted for f1 (equation (1) and f2 (equation (2). Figure (8) compares the observed characteristic frequen-
cies f for the different attenuation peaks to the predicted ranges for f1 and f2. In case of Biot-Gardner flow, the
theory predicts an increase in the cutoff frequency as permeability increases or as fluid viscosity decreases.
The two parameters being measured directly and with accuracy, it is possible to compare directly measure-
ments and prediction (Figure 8a). Overall, a good fit is observed for all rock samples and all saturating fluids.
In case of squirt flow (Figure 8b), the characteristic frequency is controlled by the aspect ratio of microcracks,
a parameter not measurable directly with accuracy in rocks. Comparing the predicted and observed critical
frequency, a range of aspect ratio is assessed for all rock samples: About 𝜉 = 10−4 in both the Wilkenson sand-
stone and in Fo8, a slightly higher value of about 𝜉 = 5 10−4 for Fo7, and larger values of 𝜉 = 1 − 3 10−3 for
Bentheim and Berea sandstones. These aspect ratio values are realistic for sandstones (e.g., David et al., 2013;
Fortin et al., 2007, 2014; Walsh, 1965) and could be inferred from different methods (e.g., De Paula et al., 2012).
Ultimately comparing the results of Figure 8 with the ones of Table 2, different dependences to the permeabil-
ity, porosity, and mineral content are observed: (i) Consistent with equation (1), the first transition correlates

PIMIENTA ET AL. ELASTIC DISPERSION AND ATTENUATION IN SANDSTONES 9959

 21699356, 2017, 12, D
ow

nloaded from
 https://agupubs.onlinelibrary.w

iley.com
/doi/10.1002/2017JB

014645 by C
ochrane France, W

iley O
nline L

ibrary on [08/02/2023]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense



Journal of Geophysical Research: Solid Earth 10.1002/2017JB014645

to permeability, which in turn is dependent on porosity and mineral content. For similar porosities, perme-
ability decreases as the content in clay mineral increases and (ii) as expected from equation (2), the frequency
for the second transition is independent of the rock permeability.

Note finally that the first transition correlates with a fluid flow out of the sample (Figure 4e). Consistent with
results on the two Fontainebleau sandstones (Pimienta, Fortin, & Guéguen, 2016), the much larger dispersion/
attenuation in Poisson’s ratio than Young’s modulus for this transition is expected. Following Biot-Gassmann
theory, the rock shear modulus G is expected to be constant for this transition. From linear elasticity in an
isotropic medium

E = 2G(1 + 𝜈). (3)

Assuming linear viscoelasticity, one gets

ΔE
E

= Δ𝜈
𝜈

𝜈

(1 + 𝜈)
≈ 0.3

Δ𝜈
𝜈
. (4)

Hence, the small effect on Young’s modulus is consistent. These additional information confirm that the first
dispersion/attenuation phenomenon is caused by the transition from drained to undrained regime.

4.2. Zener Rheological Model : Fluid Flow in the High-Frequency Range
Large dispersion/attenuation on Young’s modulus are observed at high frequencies in Bentheim and
Wilkenson sandstones, when no flow out of the sample occurs anymore. Are the observed variations in
modulus and dissipation consistent with a linear viscoelastic behavior? Indeed, viscoelasticity is a robust
way to test the measured variations in modulus and the measured dissipation (e.g., Borgomano et al., 2017;
Mikhaltsevitch et al., 2016b; Pimienta, Fortin, & Guéguen, 2015a). Kramers-Kronig equations, expressing the
causality principle between dispersion and dissipation, could be used (e.g., Mikhaltsevitch et al., 2016b). A sim-
pler approach is to use Zener rheological model (e.g., Borgomano et al., 2017), which follows Kramers-Kronig
principle but assumes only a single relaxation time. This assumption may not be valid if, for instance, there
is a broad spectrum of crack aspect ratio. Consistent with what has been already described in other works
(e.g., Borgomano et al., 2017; Pimienta, Fortin, & Guéguen, 2015a, 2015b), the first transition can be shown
to follow Kramers-Kronig causality principle for all samples. This is expected as quasi-static poroelasticity fits
the viscoelastic framework (e.g., Rubino et al., 2008). This should theoretically be the case also for the squirt
flow effect (e.g., Carcione & Gurevich, 2011; De Paula et al., 2012). It is thus of interest to investigate the links
between measurements and viscoelasticity for this second transition.

For the two Fontainebleau sandstones, it was also shown to be true but one sample did not follow the
Zener-like frequency dependence (e.g., Pimienta, Fortin, & Guéguen, 2015b). For Wilkenson sandstone
(Figures 9b and 9d), an excellent fit is observed between data and Zener model predictions. Because both the
amplitude and the bandwidth of the peak fit, it further implies that only one relaxation time, that is, only one
single family of aspect ratio, is observed in this frequency range. Combining with the results of Figure 8b, the
cracks family has an inferred average aspect ratio of 𝜉 = 10−4. For Bentheim sandstone, however, the E vari-
ations and the Q−1

E peak do not fit (Figures 9a and 9c). Fitting Zener model to the E variations, the predicted
attenuation peak is of 0.20, higher than the data that indicate a maximum of Q−1

E = 0.15. Moreover, the peak
bandwidth is not consistent with a Zener-like model. Such effect could be due to either (i) a lower accuracy
on Q−1

E or (ii) the existence of phenomenon that deviates from viscoelasticity. A possible low accuracy in the
measurement of Q−1

E is likely and cannot be ruled out at this point. However, could another physical effect be
the cause of an uncoupling between dispersion and attenuation? Interestingly, out of the sandstones studied,
Bentheim sandstone is the most porous (i.e., 𝜙 = 24%) and permeable (i.e., 𝜅 = 5 × 10−13 m2).

5. Discussion: Other Data Sets and Effect of the Measuring Method

In section 4, no comparison was made with other data sets as very different experimental methods have been
used by other authors. However, it is important to compare the results to other published data in order to gain
a better insight on the effects, independently of the measuring setup and conditions.

5.1. Previous Measurements on Berea Sandstone
In comparison with other sandstones (e.g., Fontainebleau sandstone) showing large variabilities, elastic prop-
erties for different Berea sandstone samples are similar (e.g., Pimienta et al., 2014). In the framework of the
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Figure 9. Comparison between measured (a, b) Young’s modulus E and its related (c, d) Young’s dissipation for the
second frequency-dependent variation using Zener rheological models. Only the magnitude of the effect is of interest
here, and the dashpot viscosity is adjusted to fit the frequency dependence. For the glycerine-saturated Bentheim
sandstone, two comparisons are tested, from using either the data of E (i.e., dashed lines) or of Q−1

E (i.e., continuous lines).

investigation of the frequency dependence of elastic properties, samples of this rock were measured by Tisato
and Madonna (2012), Chapman et al. (2016), Mikhaltsevitch et al. (2016a), Spencer and Shine (2016), and in
this study. Tisato and Madonna (2012) and Chapman et al. (2016) investigated mainly effects under partial
saturation conditions. As in this work, Mikhaltsevitch et al. (2016a) and Spencer and Shine (2016) measured a
Berea sandstone under full saturation by fluids of varying viscosity. As shown in Table 3, porosity is relatively
similar for all samples but variable permeabilities are observed in the samples. The sample used by Spencer
and Shine (2016) has a permeability 2 orders of magnitudes larger than the one used in this study. The sample
used by Mikhaltsevitch et al. (2016a) is similar to that of this study. Interestingly, one observes a good corre-
lation between permeability and cutoff frequency observed by the authors: the effect for Spencer and Shine
(2016) occurs at frequency f ∗ = 40 kHz that is 2 orders of magnitude higher than f ∗ = 0.3–0.5 kHz found in
this study and in Mikhaltsevitch et al. (2016a). Moreover, comparing results on Young’s modulus and Poisson’s
ratio by Mikhaltsevitch et al. (2016a) with the ones in this study, a very good fit is observed in both magnitude
and frequency dependence of the effects.

Table 3
Comparison of Measured Physical Properties (i.e., Porosity, Quartz Content, and Permeability)
by Different Teams on Berea Sandstone: (1) This Study, (2) Mikhaltsevitch et al. (2016a), and
(3) Spencer and Shine (2016)

Study # (1) (2) (3)

Porosity (𝜙) 19.2% 19% 24.4%

Quartz content 81.7% 80% –

Permeability (𝜅 in m2) 2 × 10−14 7.1 × 10−14 1.3 × 10−12

Drained bulk modulus (Kd) 5 GPa – –

Frequency (f∗ = f (𝜂∕𝜂0)) 0.3 kHz 0.5 kHz 40 kHz

Note. For the three studies, the sample is measured under glycerin full saturation. The
reported frequency is the one corresponding to the Q−1

E peak in the different studies, by
normalizing the fluid viscosity to obtain f∗.
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Figure 10. Measured frequency dependence of (a, b) Poisson’s ratio and (c, d) its associated dissipation in a Berea
sandstone sample at a Terzaghi effective pressure of Peff = 1 MPa. The sample is either Figures 10a and 10c) dry or
Figures 10b and 10d saturated by a water-glycerine mixture. Under both dry and liquid-saturated conditions, the role of
the measuring position is tested from measuring the strains at sample’s half-length (i.e., dark green) or near the sample’s
bottom (i.e., light green). Under liquid-saturated conditions, the role of pore fluid pressure is tested while keeping a
Terzaghi effective pressure of Peff = 1 MPa.

Mikhaltsevitch et al. (2016a) and Spencer and Shine (2016) interpreted the measured dispersion/attenuation
as induced by squirt flow phenomena. The present paper reports also the hydraulic response that was not
measured with other setups. This confirms in our case that the observed transition is the transition between
drained and undrained elastic regimes. It is possible that they measured also the Biot-Gardner flow: a transi-
tion from partially drained (Pimienta, Borgomano, et al., 2016) to undrained regime. The same possibility holds
for the data of Spencer and Shine (2016). It could be also that Spencer and Shine (2016) measured an effect
that is a combination of the two transitions, similar to what was observed on the Fo8 sample by Pimienta,
Fortin, and Guéguen (2015a).

5.2. Role of the Measuring Method Over the Frequency Range
Pimienta, Borgomano, et al. (2016) showed theoretically that “global” or “local” measurements, or local
measurements in different localizations, would lead to different apparent behaviors of the rock sample.
To investigate this effect, the second experiment on the Berea sample reported in Figures 4b and 4d was
measured with a different setup. Strain gages were glued at different axial positions on the sample, that is, at
the middle length (i.e., dark green symbols in Figure 10) and near the end platen (i.e., light green symbols in
Figure 10). Moreover, the effect of changing the fluid pressure on the measurement was also tested. The dis-
persion/attenuation measurements on the sample under dry and fluid-saturated conditions are reported in
Figure 10. Under dry conditions, consistently, no frequency dependence is observed, and no differentiation is
made between the strain gages positions. Under saturation by the water-glycerine mixture, large deviations
are observed depending on the strain gage positions.

For the strain gage positioned in the middle of the sample (i.e., dark green symbols), results are the same as
those previously obtained (Figures 4b and 4d). At lowest frequency, because the rock is partially undrained
(Pimienta, Fortin, & Guéguen, 2016), Poisson’s ratio is much larger than under dry conditions (Figure 10b).
At very low pore fluid pressure (i.e., pf = 0.1 MPa), because it gets more difficult for fluid to pressurize in the
dead volume and oppose the sample strain, values are initially much lower and then strongly increase with
frequency to reach the same value in the undrained regime. For all pf values, the effect occurs in approximately
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the same frequency range of f ∈ [10−1, 101] Hz. In case of the strain gauge located near the end platen
(i.e., light green symbols), the values initially fit with the ones under dry conditions. Then, as frequency increases
beyond f = 10 Hz, a dramatic increase is measured, leading to values close to the previous ones (Figure 10b).
Interestingly, in this case, no effect of pf is observed. Note further that, in both cases, dispersion (Figures 10a
and 10b) and attenuation (Figures 10c and 10d) fit with Zener models. The effects are also consistent with
predictions from a simple 1D model to account for boundary effects on the measurements (Pimienta,
Borgomano, et al., 2016).

Hence, the measuring position appears to lead to very different results. Spencer and Shine (2016) used capac-
itive displacement sensors, a setup measuring the global response of the sample, a response expected to
average all local measurements across the sample length (Pimienta, Borgomano, et al., 2016). Then, the results
should be in between the two responses in Figures 10b and 10d, with a transition spanning several orders of
magnitude in frequency. Note that, consistently, Spencer and Shine (2016) data show dispersion/attenuation
phenomena over more than 4 orders of magnitude in frequency. Mikhaltsevitch et al. (2016a) used a local
method, as in our study, which is consistent with the very similar response in terms of frequency range and
magnitude of the effect. Note finally that squirt flow phenomena are not expected to be dependent on the
measured location, provided that the sample is homogeneous, that is, that each REV of the sample is the same.

6. Conclusion

Young’s modulus and Poisson’s ratio of different sandstones, saturated by different fluids, have been mea-
sured as a function of frequency. Large frequency-dependent variations are observed for all sandstones. The
measured transitions differ in the characteristic frequency of occurrence, magnitude, or amount of elastic
constants involved. Further comparing with published data, two different effects are observed for all samples
over the allowed frequency range. Overall, the drained/undrained transition is observed for all samples. The
characteristic frequency for this effect is consistent with the measured permeabilities. At higher frequency, a
second effect is also observed that is, however, more difficult to assess. Interpreting this second transition in
terms of squirt flow effect yields very realistic aspect ratio families for all rock samples. For the second effect,
large dispersions and attenuation are measured for Wilkenson and Bentheim sandstones. In case of Bentheim
sandstone, the measured dispersion and attenuation do not fit with Zener-like variations. This implies either
that the measured dissipation is not accurate or that another physical effect is here observed. Noting that the
sample is much more permeable than the others, its large pore entry diameters could be a cause for this effect.
Ultimately, Berea sandstone is used as a comparison mean with published data by other teams. Very consis-
tent results are observed. Experimental evidence of a strong control by the measuring method and conditions
is highlighted in case of the drained to undrained transition. In case of squirt flow, no effect is expected.
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