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Multimodal high-resolution retinal imaging using camera-based DMD-integrated Adaptive Optics Flood-Illumination Ophthalmoscope

We demonstrate the feasibility of a multimodal adaptive optics flood-illumination ophthalmoscope, able to provide both bright-field and dark-field images (such as phase contrast). The multimodality was made possible by integrating a DMD at the illumination path to project a sequence of complementary high-resolution patterns into the retina. Through a versatile post-processing method that digitally selects backscattered or multiplyscattered photons, we were able: 1) to achieve up to 4fold contrast increase of bright-field images when imaging the photoreceptor mosaic and nerve fibers, and 2) to visualize translucent retinal features such as capillaries, red blood cells, vessel walls, ganglion cells and photoreceptor inner segments through phase contrast.
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The adaptive optics scanning laser ophthalmoscope (AO-SLO) [1] has become the primary technique to achieve in-vivo cellular resolution retinal imaging. In bright-field mode, highly contrasted images from photoreceptors (PR) and nerve fiber layer (NFL) can be obtained owing to the use of a confocal pinhole, filtering out multiply-scattered photons and detecting backscattered photons [1]. Additionally, the lateral displacement of the detection position compared to the illumination in AO-SLO made possible off-axis detection schemes revealing translucent retinal structures such as PR inner segment, red blood cell, vessel walls, capillaries and ganglion cells [2][3][4]. Such dark-field techniques explore multiple scattering and forward scattering photons to generate contrast from phase gradient [2,5].

Although AO-SLO has proven its value, it is prone to image distortion due to its slow scanning speed relative to eye motion [6]. Reducing the image field-of-view (FOV) is a common strategy to mitigate intra-frame distortion. However, the typical image rate is still slow to track dynamic processes in the retina such as blood flow in capillaries. Conversely, camera-based adaptive optics flood illumination ophthalmoscope (AO-FIO) systems have demonstrated immunity to motion-induced artifacts across 24 the FOV owing to their high throughput [7]. Nevertheless, AO- The DMD-integrated AO-FIO platform was previously de-53 scribed in detail elsewhere [10]. High-resolution illumination 54 patterns generated by the retina-conjugated DMD were pro-55 jected on the retina after being pre-compensated for ocular aber-56 rations by the deformable mirror (DM). Hence, the double pass 57 on the DM allowed for diffraction-limit resolution for both il- To demonstrate the multimodal ability of the system, we designed two different sequences of patterns: one favoring a higher contrast for bright-field imaging (named "Pattern sequence 1"), and another to favor a better contrast in phase contrast imaging (named "Pattern sequence 2"). A schematic of the patterns can be found in Figs. 2(a After the acquisition, each image sequence was processed as follows. First, the reference sequence (without any pattern) was averaged after registering them using a custom-built highspatial frequency-based phase correlation algorithm adapted to noisy AO-FIO images [13]. Then, the reference averaged image was used as a global reference to register (i.e. align) patterned images using the same registration algorithm. To for the detection schemes) at the same retinal eccentricity when imaging the photoreceptor layer (PRs). Thanks to the spatial filtering in Partial-Field image, the haze generated by the detection of multiply-scattered photons is decreased, hence the image presents a better contrast. We measured an averaged Michelson contrast of 6.6% and 26.6% for Full-Field and Partial-Field illumination respectively, for a 4-fold improvement. Further image improvement can be seen through the power spectral density of both images (Fig. 2(d)). Owing to the spatial filtering, not only the haze low-spatial frequency energy decreases, but the spectral signal-to-noise ratio increases from 17.1 to 37.6. These observations are in accordance with previous publications using DMD-based AO-FIO [10,11]. Nevertheless, here, with our designed pattern, we were able to reconstruct an image with a larger field-of-view (3.1 o × 2.6 o against 0.7 o × 0.7 o ), higher contrast gain (4 against 3) [11] and without any reconstruction artifacts [10]. In Full-Field illumination, it is common practice to filter out the multiply-scattered haze with digital filtering [7].

Even after digital filtering, it is possible to notice an improvement in Partial-Field images compared to Full-Field (Figs. 2 (e-f) and (i-j)). In both PRs and nerve fiber layer (NFL) imaging, better optical sectioning can be noticed. In the case of PRs imaging, optical sectioning leads to the disappearance of a medium-spatial frequency probably coming from out-of-focus choriocapillaris, and make vessel located posterior to PRs darker, as it is typically seen in high optical sectioning imaging systems, e.g. in AO-SLO [3] or in Full-Field OCT [16]. These changes also help to considerably increase photoreceptor mosaic contrast even after digital filtering. The increase of contrast is even more evident in the case of NFL imaging, where individual nerve fiber bundles become much more visible and contrasted, with the disappearance of capillary structures. 
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  has not been favored over AO-SLO because of its lack of 26 confocal gating, deteriorating the image contrast in bright-field 27 mode. Moreover, dark-field techniques have not been so far fully 28 explored and demonstrated in AO-FIO, apart from preliminary 29 results restricted to obtain such contrast in a narrow portion 30 of the FOV [8, 9], consequently most of the translucent retinal 31 features seen in AO-SLO are still not visible in AO-FIO. 32 Recent works have demonstrated that spatial filtering could 33 be implemented in AO-FIO to enhance the imaging contrast on 34 bright-field mode while still benefiting from the distortion-free 35 images [10, 11]. Those works build on the use of programmable 36 pattern projections with a digital micromirror device (DMD).
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  photons[10]. Then, spatial filtering was possible by putting to 40
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  58 lumination (for patterns projection) and imaging. Projected 59 patterns consisted of binary images generated by custom-built 60 Python software. We used the manufacturer software EasyProj to upload patterns and control the DMD, enabling to project static patterns or a sequence of patterns.

  ) and 3(a). Patterns spacing was based on the observation described in Fig.1(a), while the width was empirically determined by experiment prior to image acquisition. Pattern sequence 1 consisted of periodic vertical lines with a width of 28µm, and spaced by 252µm over 3.5 o FOV. To illuminate different areas of the retina, the pattern was successively shifted by 55µm at 30Hz. For a full cycle of illumination, 4 patterns were needed. Pattern sequence 2 consisted of a single horizontal line with a width of 100µm over 3.5 o FOV. 24 patterns were generated, each one subsequently shifted by 50µm. Images were acquired on four healthy subjects. Written informed consent was obtained from all participants in accordance with institutional guidelines. The experimental procedures adhered to the tenets of the Declaration of Helsinki. The participants were seated in front of the system, while their head was stabilized with a forehead and chin rest. A fixation target was used to guide their line of sight during the imaging session. Eye drops were used for pupil dilation. The total irradiance for the imaging and AO light sources was respectively 1700µW and 2.8µW, which is below the ocular safety limits stipulated by the International Organization for Standardization (ISO) standards for group 1 devices. Before image acquisition, a calibration step consisted of matching the focal planes of the camera and the DMD by moving a translation stage where the camera was mounted. Then, a final step before starting image acquisition consisted of using the DM to place the camera/DMD focal plane at the retinal layer of interest. The camera acquired images of 2048x2048 pixels at 100Hz (10ms exposure, which is sufficient to avoid motion blur [12]), while the illumination field-of-view, without any pattern projection, was as large as 3.5 o × 3.5 o . Before acquiring images with Pattern sequences 1 and 2, an image sequence without any pattern (equivalent to a conventional AO-FIO image, and named here Full-Field illumination) composed of 100 frames was acquired and served as a reference for image processing. The DMD projected the sequence of patterns at 30 Hz and was not synchronized with the camera acquisition (see Visualization 1 for examples of image sequences using Patterns 1 and 2). Because of the lack of synchronization, one-third of raw images presented artifacts originated from the transient states of the DMD micromirrors and needed to be discarded. To illuminate the same retinal area at least 50 times, image acquisition consisted of 500 and 3000 frames for Pattern sequences 1 and 2 respectively, enabling the reconstruction of full-field images. Images were acquired using custom-made open-source Holovibes software, allowing to apply a high-pass filter to eliminate multiply-scattered haze in real-time [7]. This software was particularly convenient for fine positioning of the imaging plane and DMD patterns at the retinal layer of interest.
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 3 generate the different image contrasts, by selecting photons 125 detected in and out of illumination zones, we converted the 126 binary patterns generated for the DMD into masks at the camera 127 plane. Image shifts previously measured to correct eye motion 128 were also applied to the masks. Then, we used the masks to 129 do digital filtering (putting pixels outside the zone of interest 130 to zero value), enabling us to generate the following contrasts: 131 1) Near-confocal bright-field imaging (henceforth denominated 132 as Partial-Field illumination [10]), 2) Absorption contrast, and 133 Phase contrast. Partial-Field imaging consisted of putting 134 to zero value all the pixels outside the zone of illumination, 135 favoring the detection of backscattered ballistic photons, in a 136 similar manner as previous DMD-integrated AO-FIO works 137 [10, 11] and confocal AO-SLO. To generate Absorption and Phase 138 contrasts, we respectively summed and subtracted two "offset" 139 images [4, 5] generated with the Partial-Field masks shifted into 140 two different directions. For example, in the case of Pattern 141 sequence 2, Offset images 1 and 2 were respectively generated 142 by putting to zero all pixels except those at the top (for offset 143 1) or the bottom (for offset 2) part just outside the illumination 144zone for a given number of pixels, here 100 (see Fig.3).
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Fig. 1 .

 1 Fig. 1. (a) Cropped phase contrast image of PRs after masking the illumination area (black region). Note that the contrast start to decline for PRs located around 0.5 o away from the illuminated area. (b) Intensity profile across one photoreceptor (orange line) outlining the diphasic aspect. Labels 1-3 refers to the contrast mechanism described in (c-e), which is inspired by the model presented in [14].
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 112 Figure 1 highlights the ability of DMD-integrated AO-FIO to
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 1 The same image sequence used to generate Partial-Field im-203 ages can be processed to generate absorption and phase contrast 204 images. To do so, we used the masks designed for Offset 1 and 2 205 (Fig. 2(c)). By summing Offset images 1 and 2, one can gener-206 ate absorption contrast images of PRs and NFL (Figs. 2(g) and 207 (k) respectively). For PRs, putative retinal pigment epithelium 208 (RPE) [17] cells start to become visible, while PRs contrast de-209 creases. In a similar manner, for NFL, nerve fibers disappear 210 while previously rejected capillaries can be visualized. Finally, 211 by subtracting Offset 1 from Offset 2, one can generate phase 212 contrast images of PRs and NFL (Figs. 2(h) and (l) respectively). 213 In this case, for PRs, photoreceptor mosaic is again visible, but 214 with phase gradient contrast similar to the one obtained using 215 split-detection AO-SLO [3, 5], which has been shown to corre-216 spond to the photoreceptor inner segment [3]. Now, for NFL, 217 vessel and capillary walls have become highly contrasted, and 218 putative ganglion cells (size: 10 -12µm) have started to be visi-219 ble, in a similar manner and consistent size as it was previously 220 shown for multi-offset AO-SLO [4, 5]. 221 The thinner lines composing Pattern sequence 1 favor Partial-222 Field imaging to the detriment of Phase-contrast one. Indeed, 223 with a thinner line fewer photons reach the retina, meaning that 224 fewer photons will be multiply-scattered to contribute to the 225 phase contrast. Moreover, using a periodic multi-line pattern 226 with a short inter-line distance leads to a competition of opposite 227 phase gradient (or cross-talk), decreasing or canceling out phase 228 contrast. To favor phase contrast image, we designed and used 229 Pattern sequence 2, composed of a single thicker line, increasing 230 the number of photons being multiply-scattered, and avoiding 231 contrast cross-talk. Figure 3 shows the results obtained with Full-232 Field (conventional AO-FIO), Partial-Field, and Phase contrast 233 imaging using Pattern sequence 2. For the Partial-Field case, 234 the contrast presents a lower improvement compared to Pattern 235 sequence 1 (2.9 against 4 for PRs case) and some PRs are not 236 completely visible. On the other hand, phase contrast images 237 of PRs and NFL are more contrasted. For PRs, we measured 238 a Michelson contrast of 47% against 19% for Pattern sequence 239 Such an increase of contrast helps us to better appreciate 240 the photoreceptor inner segment mosaic, where unseen PRs in 241 bright-field mode can now be seen, as well as vessel walls, capil-242 laries, individual fibers, and putative ganglion cells (size: 11µm).
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  One interesting fact about phase-contrast images is their direc-244 tional dependence according to the illumination pattern. Indeed, 245 one can see that the contrast gradient is oriented orthogonally to 246 the direction of the line illumination (see PRs insets in Figs.2,3).

Fig. 3 .

 3 Fig. 3. (a) Pattern sequence 2 detection schemes. (b,c) Conventional AO-FIO images of PRs (b) and NFL (c). (d,e) Contrastenhanced bright-field images of PRs (d) and NFL (e). (f,g) Phase contrast images of PRs (f) and NFL (g). Yellow arrow indicates ganglion cells. Scale bar: 100µm.One limitation of the presented system is the low effective

  249features. However, to visualize retinal dynamic features, such 250 as red blood cells, also commonly visualized in phase-contrast 251 using AO-SLO[2], one can use static patterns and be again 252 limited by the camera frame rate (see Visualizations 2 and 3).

Data Availability Statement.

All data is available upon request. 283

Another very interesting asset of the DMD-integrated AO-FIO